C: Preliminary Geotechnical Exploration Report




PRELIMINARY GEOTECHNICAL EXPLORATION REPORT
FOR THE PROPOSED RESIDENTIAL DEVELOPMENT,
CIVIC CENTER, AND PARK AT IRWD SITE,

CITY OF LAKE FOREST, CALIFORNIA

Prepared for:

LEWIS INVESTMENT COMPANY

1156 North Mountain Avenue
Upland, California 91785

Project No. 011797-002

May 7, 2008

N

Leighton and Associates, Inc.

A LEIGHTON GROUP COMPANY



Leighton and Associates, Inc.

A LEIGHTON GROUP COMPANY
May 7, 2008
Project No. 011797-002
To: Lewis Investment Company
1156 North Mountain Avenue

Upland, California 91785

Attention: Mr. Joe J. Stucker, Vice President, Land Sales & Disposition

Subject: Preliminary Geotechnical Exploration Report for the Proposed Residential
Development, Civic Center, and Park at IRWD Site, City of Lake Forest,
California

In accordance with your request, Leighton and Associates, Inc. (Leighton) has performed a
preliminary geotechnical exploration for the proposed development at the Irvine Ranch Water
District (IRWD) site in the city of Lake Forest, California. The Conceptual Site Plan prepared by
Bassenian Lagoni Architects (BLA, 2008) was utilized to develop our conclusions and
recommendations in this report.

Based on our geotechnical exploration, the site is predominantly underlain by documented and
undocumented artificial fill, alluvium, and colluvium overlying sandstone of the Oso member of
the Capistrano Formation. Groundwater was not encountered during our subsurface exploration.
This report presents the results of our field exploration and laboratory testing and provides our
conclusions and recommendations for the proposed development of the site as shown on the
current conceptual site plan.

Developing the subject site for the proposed use is considered feasible from a geotechnical
standpoint, provided the recommendations presented in this report are taken into consideration in
the final preparation of the project plans and specifications.
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If you have any questions regarding this report, please do not hesitate to contact this office. We
appreciate this opportunity to be of continued service.

Respectfully submitted,
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1.0 INTRODUCTION

Purpose and Scope

The purpose of this geotechnical exploration was to evaluate the geotechnical conditions
and characteristics at the site and to provide recommendations for the design and
construction of the proposed developments. The scope of our work included the
following tasks:

« Pre-field activities including approval from the project biologist for the proposed
boring locations and access routes to avoid the disturbance of the biologically
sensitive habitats and clearance from the IRWD personnel for possible underground
utilities. Leighton also obtained clearance of underground utilities from Underground
Service Alert (USA) prior to commencement of field exploration.

« Review of available site-specific information, including previous geotechnical
explorations and rough grading reports for the site and site vicinity and readily
available publications and documents. References used in preparation of this report
are listed in Section 5.0.

» Field exploration consisting of the excavation, logging, and sampling of three (3) 28-
inch diameter bucket auger borings, seven (7) 8-inch diameter hollow-stem auger
(HSA) borings, and sixteen (16) test pits to depths ranging from approximately 3 to
80.4 feet below the existing ground surface. The boring logs and the test pit logs are
provided in Appendices A and B, respectively.

» Laboratory testing of select representative samples to characterize the engineering
properties of the soils. The test results are presented in Appendix C.

+ Geotechnical evaluation of the collected data and relevant engineering analyses.

« Preparation of this report summarizing our findings, conclusions, and
recommendations.

Site Location and Existing Conditions

An approximately 43-acre site is located within the existing IRWD site south of
Commerce Centre Drive in the city of Lake Forest, California. Serrano Creek is located
approximately 0.4 miles southeast of the site. Development at the site consists of an
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existing administration building for the Baker Water Treatment Facility and documented
fill placed in the central portion of the site. The site is bounded to the north by existing
industrial development, to the east and west by residential development, and to the south by
the Baker water treatment facility. The location of the site is shown in Figure 1, Sire
Location Map.

Ground surface elevations at the site vary from approximately 715 feet above Mean Sea

Level (msl) at the northern portion to approximately 595 feet above msl along the
southern portion.

Proposed Development

We understand that the site will be subdivided into six parcels that will consist of
residential development, a civic center, and a park. The civic center and the park are
currently planned in the eastern and the southern portions of the site, respectively.

Based on the conceptual site plan (BLA, 2008) provided to us, we understand that the
proposed residential structures may consist of townhomes, duplexes, flats, and single
family units. Associated developments are anticipated to include streets, parking lots,
trails, detention basins and related improvements.

The planned site grading generally consists of cut and fill slopes facing to the north,
south, east, and west around the perimeter and central portions of the site and fill
placement in the central to southern portions of the site. The maximum cut is
approximately 45 feet located within the northeastern portions of the site. The maximum
fill to be placed over existing grades is approximately 45 to 50 feet located at the existing
debris basin within the southern central portion of the site. The northern central area is
underlain by up to 75 feet of documented fill placed during the rough grading at the site
in the early 1990’s. The current conceptual site plan (BLA, 2008) depicts fill placement
over the northern central area which will increase the maximum total fill depths to
approximately 120 feet upon completion of grading.

Previous Explorations and Rough Grading

Brief descriptions of the previous geotechnical explorations and rough grading activities
within the current site and site vicinity are presented below in chronological order.

aa Leighton
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1987: Kenneth G. Osborne & Associates, (KGO) prepared a geotechnical investigation
report, dated January 6, 1987 for the domestic water storage tank located east of the
Baker Water Treatment Facility. The field investigation included eight bucket auger
borings and eleven test pits.

KGO prepared a geotechnical report of rough grading, dated April 30, 1987, for a portion
of the Emergency Domestic Storage Tank adjacent to the Baker Water Treatment Facility.
The grading was performed in conjunction with the grading of the 7.8 million gallon
reclaimed water reservoir located approximately 2 miles northeast of the site between
March 1987 and April 1987.

1988: KGO prepared a geotechnical investigation report, dated August 17, 1988 for the
9,000-square-foot administration building and adjacent parking area. The field
investigation consisted of six exploratory test pits excavated to depths ranging from 5 to
11 feet in depth.

KGO also prepared a geotechnical investigation report, dated September 8, 1988 for
prestressed concrete water reservoirs. Proposed grading at the site consisted of
excavations for the tanks and access roads, and construction of an embankment around
and over the tanks after the completion of construction. The field investigation consisted
of twelve exploratory bucket auger borings ranging in depth from 21 to 71 feet and ten
exploratory test pits ranging from 6 to 11 feet in depth.

1989: KGO prepared a geotechnical investigation report, dated March 21, 1989 for
canyon fill and stockpile for two 16-million-gallon tanks. The investigation consisted of
the excavation of 11 test pits. Based on the report, the project included placement and
compaction of 180,000 cubic yards of fill into an existing south-southeast trending
canyon and stockpiling an additional 170,000 cubic yards of fill material for the tanks.

1990: KGO prepared a geotechnical report of rough grading, dated February 15, 1990,
for the canyon fill and stockpile for two 16-million-gallon tanks between November 1989
and January 1990. Based on the report, removals in the canyon area to the north of the
tanks ranged from depths of | to 20 feet. Excavations for the proposed tank areas ranged
in depth from 2 to 60 feet below grade. Based on the report, all removals were extended
into competent bedrock and observed by the engineering consultant. Fill was then
properly placed and benched into competent material. Subdrains were also placed along
the canyon bottom.

"3- Leighton
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KGO prepared a geotechnical report of rough grading, dated September 12, 1990 for the
administration building north of the Baker Water Treatment Plant. Grading for the site
required conventional cuts and fills on a hillside to construct a flat area for an
administration building, surrounding parking lot, and access driveway. The maximum
reported depth of compacted fill at the arca was approximately 15 feet. The maximum
height of cut and fill slopes was approximately 12 feet and 30 feet, respectively. The
building pad area was overexcavated to 2 feet below finish pad grade and extended
laterally five feet from the building perimeter. Fills were benched into bedrock where the
slope exceeded 5:1 (horizontal:vertical).

1991: Coleman Geotechnical prepared a geotechnical report of rough grading, dated
December 24, 1991 for perimeter tank backfill and final fill slope grading adjacent to the
two 16-million-gallon reservoirs for the Baker Water Treatment Plant. Fill slopes were
constructed with a 2:1 (horizontal:vertical) slope.

1993: Coleman Geotechnical prepared a slope evaluation and recommendation, dated
March 15, 1993 for one of the 16 million gallon storage tanks for the Baker Water
Treatment Plant. Heavy rains during January and February of 1993 caused a surficial
landslide in the southeast facing fill slope. The report concluded that the failure was
likely caused by the loss of shear strength between the topsoil fill and underlying
engineered fill.

Field Exploration

Prior to the subsurface field exploration, a site reconnaissance was performed by a
professional geologist from our staff to mark the locations of borings and trenches with
consideration for access of heavy equipment, avoidance of known subsurface and above
ground structures, and biologically sensitive habitats. The proposed locations of our
borings and trenches were observed and approved by the project biologist. Underground
Service Alert (USA) was notified to locate and mark existing underground utilities prior
to commencement of field exploration. Additionally, the boring and trench locations
were also cleared by IRWD personnel.

Our subsurface exploration was performed from April 1 through April 4, 2008 and
included the drilling of three (3) 28-inch-diameter bucket auger borings, seven (7) 8-inch-
diameter hollow-stem auger (HSA) borings, and excavating sixteen (16) test pits at the
project site. The bucket auger borings were drilled to a maximum depth of 50 feet below

Leighton
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the existing grade (bgs) at locations near the northern, eastern and western corners of the
site, where proposed cut slopes exposing bedrock were planned. The borings were
downhole logged upon completion of drilling. The HSA borings were drilled to depths
ranging from 6.5 to 80.4 feet bgs at the northern portion of the site where the previously
placed canyon fills were located. Test pits were excavated across the site to depths
ranging from approximately 3 to 16.2 feet. The approximate locations of the borings and
test pits are depicted on Plate 1, Geotechnical Map.

During drilling, bulk samples were obtained from the borings and test pits, and relatively
undisturbed drive samples were obtained from HSA borings for geotechnical laboratory
testing and evaluation. The drive samples were obtained utilizing a modified California
drive sampler, 2-3/8-inch inside diameter (1.D.), 3-inch outside diameter (O.D.), driven
18 inches with a 140 pound automatic hammer dropping 30 inches in general accordance
with ASTM Test Method D3550. Standard Penetration Tests (SPT) were also performed
for HSA borings using a 24-inch long 1-3/8-inch L.D. and 2-inch O.D. split spoon sampler
driven 18 inches with a 140-pound hammer dropping 30 inches in general accordance
with ASTM Test Method D1586. The number of blow counts per 6 inches of penetration
for HSA and bucket auger borings was recorded on the boring logs (Appendix A).
However, hammer weight and drop for the bucket auger drilling do not conform to the
above ASTM Standards.

Logging and sampling of the borings was conducted by a geologist from our firm. Each
soil sample collected was reviewed in the field, and its description was entered on the
boring logs in general conformance with the Unified Soil Classification System (USCS).
After logging and sampling, borings were backfilled with spoils generated during
exploration and the test pits were backfilled with soil cuttings and tamped with the
bottom of the bucket. Samples from field exploration were transported to our laboratory
for geotechnical testing.

Laboratory Testing

Laboratory tests were performed on representative samples to determine the geotechnical
properties of the subsurface materials. The following laboratory tests were conducted on
selected samples:

« In-situ moisture content and density (ASTM D2216 and ASTM D2937);
» Particle-size Analysis (ASTM D422);

Leighton
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. Percent passing No. 200 Sieve (ASTM D1140);

« Expansion Index (ASTM D4829);

. Maximum dry density and optimum-moisture content (ASTM D1557);
« Direct Shear (ASTM D3080);

. Consolidation (ASTM D2435);

«  R-Value (ASTM D2844); and
. Corrosivity Suite — Sulfate, Chloride, pH and Resistivity (California Test Methods
417,422 and 532/643).

The laboratory tests were performed in general conformance with ASTM and/or Caltrans
procedures. The results of our laboratory tests are presented in Appendix C. The results
of the in-situ moisture contents and dry densities of the ring samples are presented on our
geotechnical boring logs (Appendix A).

-8 - Leighton
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2.0 GEOTECHNICAL FINDINGS

Geoloagic Setting

The project site is located within the Peninsular Ranges geomorphic province, In a
transitional area between the foothills of the Santa Ana Mountains and the adjacent
Tustin Plain. The Peninsular Ranges geomorphic province extends 900 miles southward
from the Los Angeles Basin to the tip of Baja California and 1s characterized by elongated
northwest-trending mountain ranges separated by sediment-floored valleys. The most
dominant structural features of the province are the northwest trending fault zones, most
of which die out, merge with, or are terminated by the steep reverse faults at the southern
margin of the Transverse Ranges geomorphic province. Section 2.6 lists the known
regional faults and their approximate distance from the site. North and northeast of the
site are the northwest-trending Santa Ana Mountains, a large range, which has been
uplifted on its eastern side along the Whittier-Elsinore Fault Zone, producing a tilted,
irregular highland that slopes westward toward the sea (Yerkes et al., 1965).

Bedrock at the site is classified as belonging to the Oso Member of the Capistrano
Formation. This formation is late Miocene to early Pliocene age marine sandstone. As
observed within the excavations onsite, the sandstone is fine to medium grained, poorly
cemented, oxidized, friable, and contains lenses of coarser grained sand and cobble to
small boulder size, very well cemented concretions. A regional geologic map for this site
1s shown in Figure 2.

Subsurface Geologic Conditions

The borings and test pits encountered documented and undocumented artificial fill,
Quaternary-aged alluvium and colluvium, and sandstone from the Oso member of the
Capistrano Formation. For purposes of this report, documented artificial fill is further
broken down into subgroups, Afcl through Afc3 based on the reports generated upon
completion of rough grading at those specific areas. These materials are described in the
following subsections. Geologic cross sections across the site (Sections A-A” and B-B” on
Plate 1) are presented on Plate 2.

Leighton
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Artificial Fill (Afcl and Afcla)

The composition of artificial fill materials located within the north central portion
of the site encountered during our exploration consisted mainly of medium dense
to dense, brown to grayish brown, dry to slightly moist, fine to coarse grained
sand to clayey, silty sand with fine to coarse gravel and small cobbles composed
of sandstone rock fragments. Fill depths range from approximately 1 to 75.2 feet
below existing ground surface (see Plate 1).

These fills are documented in the referenced rough grading reports (KGO, 1990a
and Coleman, 1991b). Based on these reports, fill material was derived from
grading activities associated with the construction of the two 16-million-gallon
water tanks. In addition, a portion of the fill material was imported from a cut area
on an adjacent tract located northwest of the site.

Artificial Fill (Afc2)

The artificial fill material within the area of the water treatment facility tanks is
documented by Coleman Geotechnical (1991a). This fill material was not
investigated during Leighton’s current subsurface exploration, however, the fill
material 1s expected to consist generally of engineered fill derived from native
silty sands and sand from the cut and stockpile areas located northeast of the tank
sites (Coleman, 1991a).

Artificial Fill (Afc3)

The artificial fill material within the area of the administration building for the
water treatment plant is documented in a rough grading report (KGO, 1990b).
This fill material was not encountered in our boring, BA-2, located southwest
corner of the parking lot. Based on KGO’s report, paved areas were overexcavated
to bedrock, scarified, moisture conditioned, and compacted. Fill materials in this
area are expected to generally consist of onsite derived sand and silty sands with a
trace of clay and concretions (KGO, 1990b).

Leighton
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Undocumented Artificial Fill (Afu)

Based on the conceptual site plan provided to us (BLA, 2008), the area in the
southern portion of the site is proposed for a private park. Undocumented fill was
encountered in this area to depths of 16 feet and greater. Undocumented fill
overlying in-place alluvium is present in the northeast portion of the property. In
addition, undocumented fill over colluvium was encountered in the southwestern
portion of the site. The undocumented fill material generally consists of loose,
dark brown to grey, dry to moist, fine to coarse grained sand to silty clayey sand,
with fine to coarse gravel, cobbles and small boulder sized concretionary
sandstone and concrete debris.

Quaternary Alluvium (Qal)

Quaternary alluvium, as encountered at the test pit location T-5, consists generally
of crudely interfingered loose zones of light yellowish brown to orange-greyish
brown, moist, fine to coarse grained sand with very well oxidized gravel-sized
sandstone connections.

Quaternary Colluvium (Qcol)

Colluvium, as encountered at the test pit locations T-11 through T-14, consists
generally of loose, dark brown, fine to coarse grained silty to clayey sand to sandy
clay with occasional cobble sized sandstone concretions.

Bedrock: Capistrano Formation: Oso Member (Tco)

Bedrock encountered in the boring and test pit locations belongs to the Oso
Member of the Capistrano Formation. The sandstone is generally hard, medium
grey to tan and orange brown where oxidized, poorly cemented, friable, fine to
coarse grained, and contains cobble sized concretions to fine grained, hard,
grayish brown micaceous silty sandstone.

Leighton
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Soil Characteristics

Important soil characteristics obtained from our laboratory test results that are relevant to

the proposed developments are summarized below.

2.3.1

2.3.2

2.3.3

Expansion Potential

Laboratory testing of a selected soil sample indicates low expansion potential (per
ASTM D4829) with tested EI value of 21. Onsite soils are anticipated to be
primarily very low to low in expansion.

Compressibility

Our review of the consolidation test results of the fill soils in the canyon fill area
(Afcl) at different depths up to 45 feet below the existing grade indicates that
these soils have relatively low compressibility when subjected to the anticipated
overburden pressure and slight collapse potential upon inundation.

Corrosivity Potential

In general, soil environments that are detrimental to concrete have high
concentrations of soluble sulfates and/or pH values of less than 5.5. Section 4.3 of
ACI 318 (ACI, 2005), as referred in CBC, 2007, provides specific guidelines for the
concrete mix-design when the soluble sulfate content of the soil exceeds 0.1 percent
by weight or 1,000 parts per million (ppm). The minimum amount of chloride ions
in the soil enviromment that are corrosive to steel, either in the form of
reinforcement protected by concrete cover or plain steel substructures, such as steel
pipes, 1s 5300 ppm per California Test 532.

For screening purposes, three representative onsite soil samples within upper 10
feet of the existing grade were tested for corrosion suite (soluble sulfate, chloride,
pH and resistivity). The summary of the test results and corresponding hazard
levels are presented in the following Table 1 and test results are included in
Appendix C. These limited test results indicate that the subsurface soils have
“negligible” soluble sulfate contents and low chloride contents. However, the soils
are considered to have moderate to severe corrosion potential to buried ferrous
metal.

A
]
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Table 1 — Summary of the Corrosivity Test Results

Test Parameter Test Results | General Classification of Hazard

Water-soluble sulfate Negligible sulfate exposure to buried
5
content 451079 ppm concrete (per ACI 318)
Water-soluble chloride 40 15 Bl Sy Non-corrosive to buried concrete (per
Content Pl Caltrans Specifications)
pH 818 to 8.3 Alkaline, relatively passive to buried
metals

Minimum resistivity 2,024 to 4,680 Moderately to severely corrosive to
(in saturated condition) ohm-cm buried ferrous pipes (per ASTM')

" ASTM STP 1013 titled Effects of Soil Characteristics on Corrosion (February, 1989).

Groundwater Conditions

Groundwater was not encountered at any of our borings or test pits to the maximum
depth of 80.4 feet. Based on the CDMG report (CDMG, 2001), historically high
groundwater table is estimated to be at a depth of approximately 10 to 20 feet below
ground surface within the canyon bottoms. Subdrains placed ruing the previous grading
within the onsite canyon (KGO, 1990b), are expected to control any subsurface water
infiltrating the previously placed fill material along bedrock/fill contacts. During grading
for the Domestic Storage Tank (KGO, 1987b), seepage was encountered within the north
and west sides of the canyon during removals. Based on the above information and the
relatively granular nature of the bedrock and the reported subdrains, groundwater is not
expected to be a constraint to development within the site.

Mass Movements

No landslides are known to be located at the site or were observed during our field
exploration. However, based on the report prepared by Coleman Geotechnical, (Coleman,
1993) a fill slope located adjacent to one of two 16 million gallon storage tanks for the
Baker Water Treatment Plant experienced surficial failure. This slope failure was
attributed to heavy rains during the period March 1993. The surficial failure was less
than 3 feet thick and consisted generally of topsoil overlying engineered fill,

&
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Principal Seismic Hazard

The site 1s not located within an Alquist-Priolo Special Studies Zone (Hart, 1992) and no
active faults are known to underlie the site. The principal seismic hazard that could affect
the site is ground shaking resulting from an earthquake occurring along any one of several
major active faults in the region. The known regional faults that could produce the most
significant ground shaking at the site include the Chino-Central Avenue (Elsinore
segment), Elsinore-Glen Ivy, Newport-Inglewood (Offshore segment), and Elsinore-
Whittier faults, located approximately 17.2, 18.8, 20.0, and 21.9 kilometers from the site,
respectively.

The intensity of ground shaking at a given location depends primarily upon the
earthquake magnitude, the distance from the source, and the site response characteristics.
The peak horizontal ground accelerations (PHGA) for the site were estimated using
probabilistic seismic hazard analysis. These analyses require information regarding fault
geometry, the magnitude of the earthquake the fault can produce, and the attenuation
relationship. The computer program FRISKSP (Blake, 2000) was used for the analyses
based on an averaging of attenuation relationships by Abrahamson and Silva (1997),
Campbell (1997), and Sadigh et al. (1997) for alluvial soils.

The results of the analyses suggest a PHGA of approximately 0.34g at the site for a
hazard level of 10 percent probability of exceedance in 50 years (recurrence interval of
475 years) and approximately 0.57g for 2 percent probability of exceedance in 50 years
(recurrence interval of 2,475 years). The latter hazard level corresponds to the Maximum
Considered Earthquake (MCE) event per CBC, 2007.

Secondarv Seismic Hazards

Secondary seismic hazards induced by an earthquake that are not expressions of fault
rupture at the surface but involve loss of strength of the underlying material include
liquefaction, lateral spreading, lurching, seismic settlement, earthquake induced flooding
and earthquake induced landsliding. Each of these is discussed in detail below.

Liguefaction: Liquefaction is a seismic phenomenon in which loose, saturated, fine-
grained granular soils behave similarly to a fluid when subjected to high-intensity ground
shaking.  Liquefaction occurs when three general conditions exist: 1) shallow
groundwater; 2) low density, fine, clean sandy soils; and 3) high-intensity ground motion.

g
N
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Effects of liquefaction on level ground can include sand boils, settlement, and bearing
capacity failures below structural foundations.

A review of the State of California Seismic Hazard Zones Map for the El Toro
Quadrangle (CDMG, 2001) indicates that the project site is not within a liquefaction
hazard zone as shown in Figure 3, Seismic Hazard Map. Due to shallow bedrock
conditions and deeper groundwater levels, liquefaction is not expected to be a significant

consideration for the proposed development.

Lateral Spreading: Seismically-induced lateral spreading involves lateral movement of

earth materials as a result of liquefaction. Lateral spreading differs from slope failure in
that it involves lateral movement in areas of low topographic gradient to level ground due
to lack of lateral support for liquefiable horizons in the soil. Lateral spreading is often
manifested by near-vertical cracks with predominantly horizontal movements of the soil
mass involved. The potential for lateral spreading to occur as a result of liquefaction is
considered to be low due to the presence of bedrock within the subject site and the
adjacent parcels.

Lurching: Lurching is the relative displacement of adjacent land surfaces during an
earthquake. As the seismic motion encounters a cliff or bluff, a stream bank, or even a fill
slope at nearly right angles it may cause displacement of the material in the unsupported
direction (Richter, 1958). Lurching may also be caused by liquefaction of a zone beneath
the otherwise intact surface. Visible evidence of lurching includes ground cracking and
fissuring generally in a relatively parallel fashion to a stream bank or slope face. Ground
cracking caused by lurching is not related to the fault rupture. Ground lurching may occur
on the slopes within the borders of the site, depending on the direction of seismic waves.

Seismic Settlement: Seismic densification of dry soils is a phenomenon in which loose,

dry soils, primarily sands and silty sands densify and settle when subjected to earthquake
shaking. In Southern California, evidence of seismically-induced densification and
resultant settlement of dry soils has been observed in the 1971 San Fernando and 1994
Northridge Earthquakes. The granular soils underlying the site are generally moist and
have a low collapse potential; therefore, the potential for seismic densification is
considered low.

Larthquake-Induced Landsliding: Seismically-induced landslides and other slope failures

are common occurrences during or soon after earthquakes. Review of the State of
California Seismic Hazard Zones Map for the El Toro Quadrangles (CDMG, 2001)
indicates that the western portion of the site is located within earthquake-induced
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landslide hazard zone as shown in Figure 3, Seismic Hazard Map. The potential for
earthquake induced landslides impacting the proposed site is currently considered to be
moderate. However, proposed grading will mitigate this impact.

Earthquake-Induced Flooding: Earthquake-induced flooding is caused by dam failures or

other water-retaining structure failures as a result of seismic shaking. Two 16-million-
gallon reservoirs are located on the southern end of the project site. These reservoirs are
located down-gradient from the proposed developments, therefore, the potential for
earthquake-induced flooding 1s considered to be low for the proposed development
located to the north of reservoir. The potential for earthquake-induced flooding, however,
does exist for the southern portion of the site at the proposed park site if the existing
reservoirs failed during an earthquake.

Seiches: Seiches are waves generated in enclosed bodies of water in response to ground
shaking. Two large bodies of water are located in the immediate vicinity of the park site.
The potential for seiches does exist for the proposed park site if the existing reservoirs
failed during an earthquake.

Tsunamis: Tsunamis are waves generated in large bodies of water by fault displacement

or major ground movement. Based on the inland location of the site, tsunamis do not
pose a threat to this site.

&
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3.0 FINDINGS AND CONCLUSIONS

A summary of our findings and conclusions related to the proposed developments at the site are

presented below:

Shallow bedrock and bedrock outcroppings of Capistrano Formation (Tco) were encountered
across the site. Depths of previously placed canyon fill overlying bedrock in the north-central
portion of the site varied from approximately 11 to 75 feet. Elsewhere within the site
boundaries, fills, both documented and undocumented, alluvium (Qal), and colluvium (Qcol)
overlie bedrock.

Groundwater was not encountered in the borings or trenches to the maximum explored depth
of 80.4 feet.

Laboratory testing of a selected soil sample indicates a low expansion potential (per ASTM
D4829). Onsite soils are anticipated to contain primarily a low to very low expansion
potential.

Documented fill soils at the site consist primarily of sandy soils. Laboratory test results
indicate that these fill soils will have relatively low compressibility when subjected to the
anticipated overburden pressure and slight collapse potential upon inundation.

Soil corrosivity test results indicate that the onsite soils contain “negligible” soluble sulfate
contents and low chloride contents for buried concrete. However, these soils contain
moderate to severe corrosion potential to buried ferrous metals (e.g., utility pipes).

Minimal removal of documented fills (Afcl and Afc3) on the order of 3 to 5 feet are
recommended. Elsewhere, removals of the fills, alluvium, and colluvium should extend to the
underlying competent bedrock which may be on the order of approximately 10 feet to greater
than 16 feet below the existing grade.

Onsite soils free of organics and oversized particles (3 inches or smaller in the maximum
dimension) are suitable to be used as engineered fill. Oversize particles to be generated from
the proposed cut into bedrock as well as currently existing ripraps consisting cobble sized
sandstone in a detention basin along the central portion of the site may be used in the fills
provided recommendations for rock fill specifications in this report (Section 4.2.7).

Based on the conceptual site plan, cut slopes into bedrock of maximum height of
approximately 45 feet — primarily south and west facing — are planned across the site to
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facilitate road access and attain the proposed pad elevations. Bedrocks at the proposed cut
slope face are anticipated to contain poorly cemented cobble sized concretions within friable
sandy matrix which may be susceptible to severe erosion over time. In order to maintain
surficial stability, remedial measures, such as proper landscaping and/or erosion control
matting, may be required.

« The gross stability of proposed south and west facing cut slopes may be affected by
unfavorable bedding orientations at certain locations. These cut slopes may require some
form of stabilization.

« Grading along the western boundary of the site may require encroachment onto the adjacent
property.

« The proposed park area in the southern portion of the site is underlain by undocumented fill
up to a depth 16 feet. Remedial excavation for structures in the park area, if any, can be
evaluated once final design plans are provided

« The proposed structures may be supported on conventional shallow foundation.
Based upon this study, we conclude that the proposed development is feasible from a

geotechnical standpoint, provided that the recommendations presented in this report are properly
incorporated in the design and construction of the project.

<
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4.0 GENERAL RECOMMENDATIONS
General

The recommendations presented in the subsequent sections of this report have been
formulated based upon the conceptual site plan (BLA, 2008) and our findings from field
exploration and laboratory test results. Variances in the subsurface soil conditions
described herein may be encountered during construction which should be brought to our
attention to evaluate the conditions and the impact upon these recommendations. Based
upon review of the final grading plan as well as field evaluation of the exposed
subsurface conditions during construction, revisions to the following recommendations
may be necessary.

Earthwork

Earthwork is anticipated to consist of site preparation, remedial excavations, and grading
for the proposed developments. Earthwork should be accomplished under the observation
and testing of the geotechnical consultant and their representatives in accordance with the
recommendations contained herein and the current grading ordinance of the city of Lake
Forest.

4.2.1 Site Preparation

Prior to construction, the site should be stripped of vegetation, debris, any
deleterious materials, the existing IRWD building structure and pavements in the
central western portion of the site. Currently, riprap consisting of cobble sized
sandstone covers a detention basin along the central portion of the site. These
oversize materials need to be removed and disposed off the site or may be used in
the fill as discussed in Section 4.2.7. Any existing utility and irrigation lines
should be removed if they interfere with the proposed construction. The cavities
resulting from removal of existing building foundations and utility lines should be
removed to competent material and properly backfilled and compacted.

&
|
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4.2.2 Qverexcavation

Depending on the subsurface soil conditions, we recommend the following
remedial excavations that are specific to the encountered geologic units (see
Plate 1):

« Fill Soils, Afel — At a minimum, the upper 3 feet of the fill soils in the
northern portion of the site should be removed.

« Fill Soils, AfciA and Afc2 - These fill soils in the central and southeastern
portions of the site, within the canyon below the debris basin and along the
northeast trending drainage, should be removed up to the underlying
competent bedrock. Depth of removals in these areas may be on the order of
approximately 10 feet to greater than 16 feet below the existing grade.

« Fill Soils, Afe3 — At a minimum, the upper 5 feet of these fill soils in the
central western portion of the site which were placed during construction of
the existing IRWD Administration Building and pavements at the site - should
be removed.

«  Undocumented Fill (Afu), Alluvium (Qal), and Colluvium (Qcol) —These soils
should be removed to the competent bedrock in proposed structural areas.

Upon remedial excavation, minimum depths of compacted fill for the proposed
developments are provided below.

Building Footprints: Building pad areas in general should have a minimum 4 feet

of compacted fill underneath the finish pad grade. In shallow bedrock areas
where cuts are proposed, the building may be supported on competent bedrock. In
order to reduce the potential for differential settlement in areas of transition (fill-
bedrock), we recommend that compacted fill below the pad grade in the bedrock
portion of the pad be a minimum depth of 4 feet or one half of the maximum fill
depth across the pad, whichever is deeper. The lateral limit of overexcavation and
compacted fill should be established at a minimum distance of 5 feet horizontally
beyond the building footprint.

%ﬁ
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Pavements _and Concrete Flatwork: For pavements and at-grade, exterior

concrete flatworks (e.g., sidewalks, courtyards, pool decks, trash enclosures, etc.),
a minimum of 24 inches compacted fill should be placed below the design finish
grade except the areas where competent bedrock is exposed. Laterally, these
compacted fills should extend a minimum of 24 inches beyond the pavement and
flatwork edges.

Fill Slopes: Proposed fill slopes and potential stabilization fills for the proposed
cut slopes at the site should be constructed with the appropriate key section with
benching into competent onsite soils or bedrock. Preliminary guidelines for keys
and benches are shown in Figure 4, Keying and Benching Standard Details.

Fill Placement and Compaction

Exposed subgrade soil surfaces, including all excavation or removal bottoms,
should be observed by a representative of the geotechnical consultant prior to
placement of fill. Competent excavation bottoms should be scarified to a
minimum depth of 8 inches, moisture-conditioned to above the optimum-moisture

content and then compacted to a minimum of 90 percent relative compaction (per
ASTM D1557)

All fill soil should be placed in loose lifts of 6 to § inches in thickness, moisture-
conditioned to slightly above the optimum-moisture content, and compacted to a
minimum of 90 percent relative compaction, as determined by ASTM Test
Method D1557. Aggregate base in the pavement areas should be compacted to a
minimum of 95 percent relative compaction (per ASTM D1557).

Fill Materials

The onsite soil free of organics, debris and oversize particles (e.g., cobbles,
boulders, rubble, etc.) larger than 3 inches in the largest dimension is suitable to
be used as fill. Oversize particles larger than 3 inches in the largest dimension
may be used in the fill as discussed in Section 4.2.7.

Import soils and/or borrow sites should be evaluated by the geotechnical
consultant prior to importation. Import soils should be uncontaminated, granular
in nature, free of organic material, have very low expansion potential (with an
Expansion Index less than 21 per ASTM D4829) and have a low corrosion impact
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Subdrainage

Subdrains will be necessary in canyon fills where fills exceed 10 feet in thickness
and in fill-over-cut keyways. Fills generally become saturated at or near the contact
with impermeable bedrock and the subdrains should outlet this excess water to
suitable discharge areas. Schematics showing subdrain details are provided in
Figure 5, Canyon Subdrain Standard Details. The connection between the
perforated and non-perforated pipe should be sealed with a minimum 6-inch thick,
concrete cut-off wall placed a minimum of 2-feet beyond the perimeter of the gravel
"burrito". All outlets should be protected with a concrete apron and cover. As-built
subdrain locations should be surveyed by the project civil engineer and land
SUrveyor.

Rippability

Based on our findings from field exploration, we anticipate that general bedrock
excavation to depths of up to 45 feet will be rippable with conventional heavy
earth moving equipment in good operating condition (Caterpillar DOL or greater
with single barrel ripper and rock teeth). However, for most excavations over 10
to 15 feet of depth into bedrock, localized areas of heavy ripping should be
anticipated.

Raock Fills

We anticipate that the relatively deep cuts into bedrock will generate oversized
rock. Within the upper 4 feet of finish grade or within utility trenches, fill soils
should not contain rock greater than 3 inches in the largest dimension in order to
facilitate foundation and utility trench excavation. For fill soils between 4 and 10
feet below finish grade, the fill may contain rock up to 8 inches in the largest
dimension and should be mixed with sufficient soil to eliminate voids. Below a
depth of 10 feet from finish grade, rocks up to the largest dimension of 24 inches
may be incorporated into the fill provided adequate fines to fill all voids are
present. Rocks greater than 24 inches in the largest dimension may be placed on a
case-by-case basis in non-structural fill areas. The outer 10 feet of all fill slopes
(measured vertically from the slope face) should not contain rocks greater than 8
inches. A schematic of oversize rock placement is presented in Figure 6, Oversize
Rocik Disposal Standard Details.

L
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We anticipate that a minimum of approximately 35 to 40 percent fines will be
necessary to adequately fill all voids. Soil filling voids in rock fills should be
flooded during placement with a sufficient amount of water to wash soil into all
voids. Material filling voids should be placed to a minimum of 90 percent relative
compaction (per ASTM D1557).

4.2.8 Shrinkage and Bulking

The volume change of excavated onsite soils upon recompaction is expected to
vary with materials, density, in-situ moisture content, location and compaction
effort. The in-place and compacted densities of soil materials vary and accurate
overall determination of shrinkage and bulking is difficult to make. Based on our
field exploration and laboratory test results, we anticipate the following estimates
for shrinkage and bulking (when recompacted to an average of 92-percent relative
compaction per ASTM D1557) for different geologic units:

Table 2 — Summary of Shrinkage and Bulking Estimates

Geologic Unit Shrinkage (%) | Bulking (%)
Documented Fill, Afcl 0-5 -
Documented Fill, AfclA, Afc2, and Afc3 5-10 -
Undocumented Fill, Afu; Alluvium, Qal; 10-15

Colluvium, Qcol

Bedrock, Tco - 0-5

Mapping of the above geologic units is shown in Plate 1.

Seismic Design Parameters

This site 1s not located within a currently designated Alquist-Priolo Earthquake Fault
Zone. However, strong ground shaking due to seismic activity is anticipated at the site.
Based on subsurface geologic conditions, the project site may be classified as Site Class C
or D per Section 1613.5.2 of CBC, 2007. The areas where engineered fill depths overlying
bedrock will be 10 feet or less may be classified as Site Class C. The area where the depth
of fill soils is greater than 10 feet may be classified as Site Class D. Site specific seismic
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design parameters for Site Class C and D according to CBC, 2007 are presented in Table
3 and 4 below, respectively.

Table 3 - Seismic Design Parameters
(Fill depth over bedrock 10 feet or less)

Categorization/Coefficient Design Value
Site Class C
Mapped MCE' (5% damped) spectral response [ 40g
acceleration parameter at short period (0.2 sec), Sg e
Mapped MCE' (5% damped) spectral response 0.50
acceleration parameter at long period (1.0 sec), S, hic
Short period (0.2 sec) site coefficient, F, 1.0
Long period (1.0 sec) site coefficient, F, 1.3
Design (5% damped) spectral response acceleration 0.94
parameter at short period (0.2 sec), Sps S
Design (5% damped) speciral response acceleration 0.43
parameter at long period (1.0 sec) sec, Sp; 8
' MCE is the Maximum Considered Earthquake (see Section 2.6)
Table 4 - Seismic Design Parameters
(Fill depth greater than 10 feet)
Categorization/Coefficient Design Value
Site Class D
Mapped MCE' (5% damped) spectral response
, : 1.40g
acceleration parameter at short period (0.2 sec), Ss
Mapped MCE' (5% damped) spectral response 0.50
acceleration parameter at long period (1.0 sec), S, =G
Short period (0.2 sec) site coefficient, F, 1.0
Long period (1.0 sec) site coefficient, F, |
Design (5% damped) spectral response acceleration 0.94¢
parameter at short period (0.2 sec), Sps et
Design (5% damped) spectral response acceleration 0.500
parameter at long period (1.0 sec) sec, Sp Ve

' MCE is the Maximum Considered Earthquake (see Section 2.6)

<
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Based on the short and long period response accelerations, Sps and Sp;, and the
anticipated occupancy category 1l (per Section 1604.5 of CBC, 2007), the proposed
building structures are determined to be in seismic design category D (per Section
1613.5.6 of CBC, 2007). The above parameters should be considered as the minimum for
the seismic analysis of the subject site. Additional seismic analyses may be necessary
based on structural requirements.

Foundation Design

Based upon our findings from subsurface exploration and laboratory test results, the
proposed residential and civic center building structures may be supported by
conventional spread footings (continuous strip and/or isolated column) bearing on a zone
of newly placed, properly compacted fill or competent bedrock. Preliminary design
parameters for conventional spread footings are described in the following:

Minimum Footing Dimensions and Embedment: Continuous (strip) footings for up to
two-story buildings should be embedded a minimum of 18 inches while the continuous

footings for three- to four-story buildings should be should be embedded a minimum of
24 inches. Isolated column footings should be embedded a minimum of 24 inches. These
minimum embedments are measured below the lowest adjacent grade that is considered
as the top of interior slabs-on-grade or the finished exterior grade, excluding landscape
topsoil, whichever is lower. Footings located adjacent to utility trenches or vaults should
be embedded below an imaginary 1:1 (horizontal:vertical) plane projected upward and
outward from the bottom edge of the trench or vault, towards the footing.
Continuous/strip footings should have a minimum width of 18-inches, while column
footings should have a minimum width of 24 inches.

Allowable Vertical Bearing: For footings founded on newly placed, properly compacted

fill soil, an allowable vertical bearing capacity of 1,500 pounds per square foot (psf) may
be used for design for a minimum embedment of 18 inches below the lowest adjacent
grade as defined above. For footings founded on the competent bedrock, an allowable
vertical bearing capacity of 2,000 psf may be used for the design for a minimum
embedment of 18 inches below the lowest adjacent grade as defined above. These
allowable bearing pressures may be increased by 500 psf for each additional foot of
embedment, to a maximum vertical bearing value of 3,500 psf.

The above bearing values may be increased by one-third when considering short-term

-

seismic or wind loads.
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Lateral Loads: lLateral loads may be resisted by friction between the footings and the
supporting subgrade and passive pressures acting against foundations poured neat against
properly compacted fill. A maximum allowable frictional resistance of 0.35 may be used
for design of conerete structures poured on properly compacted fill. We recommend that
an allowable passive pressure based on an equivalent fluid pressure of 250 pounds-per-
cubic-foot (pcf) be used in design. These friction and passive values have already been
reduced by a factor-of-safety of 1.5. The lateral passive resistance is taken into account
only if it is ensured that the soil against embedded structures will remain intact with time.
When combining passive pressure and friction for computing resistance to lateral loads,
no reduction is needed to any of these components.

Settlement Estimates: Detailed structural loadings for the proposed building structures

were not available to us during preparation of this report. Existing compacted fill soils in
the canyon fill area (Map symbol Afc;, See Plate 1) consist primarily of sandy soils. Since
these fills have been in place over a relatively long period of time, settlements due to fill
overburden are anticipated to have occurred. Based on anticipated structural loads, the
proposed building structures may be designed for a total settlement of linch and differential
settlement of 2 inch over a horizontal distance of 30 feet provided site grading follow the
recommendations of this report. The above settlements and angular distortions include both
the static and dynamic settlements. Since settlement is a function of footing size and
contact bearing pressure, differential settlement can be expected between adjacent
columns or walls where a large differential loading condition exists. These settlement
estimates should be reviewed by the geotechnical consultant when foundation plans and
loads for the proposed structures become available.

Foundation Setbacks

Based on our findings of the site soil conditions, we recommend that structural
foundations on top of descending slopes be set back a minimum horizontal distance of 5
feet or H/3 (H is the height of slope in feet), whichever is greater, but not exceeding a
maximum of 40 feet. Setback of structural footings from the toe of ascending slopes
should follow Section 1805.3.1 of CBC, 2007. These setbacks are measured horizontally
from the bottom of the leading edge of the footing to the slope face.

e“&*@'
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Lateral Lot Extension

The magnitude of lateral lot extension (“lot stretching™) due to slope creep is a function
of a number of factors including slope height, aspect, irrigation regime, and composition
of the slope. As with all fill slopes, some degree of slope creep/lot stretching should be
expected for this site. Slope creep and lot stretching are expected to be particularly
prevalent within approximately 5 to 15 feet of the crest of descending slopes. The effects
of slope creep and lot stretching are considerably less within the main portion of the lot
and are not expected to influence the proposed residential buildings. Based on our
experience, with consideration to the lot length, site fill materials, the depth of fill and
height of the descending slope, we estimate that long-term lateral extension of any lot
above a slope that is higher than approximately 20 feet will be on the order of 1 inch
within 10 feet from the slope crest and less than 1 inch beyond this 10-foot zone. The
lateral extension value for slopes less than 20 feet is anticipated to be less than 1 inch.
The actual amount of movement will also be a function of the homeowners and/or
homeowner association’s irrigation practices. Yard improvements such as decorative
walkways, patios, and other landscaping features should be constructed with flexibility to
accommodate the effects of creep/lot stretching. Concrete flatwork and structures within
the foundation setback zone should be designed and constructed in accordance with the
recommendations presented in this report.

Slabs-on-Grade (Building Floors)

Slab-on-grade floors utilized with conventional foundations should be designed with a
minimum thickness as indicated by the project structural engineer consistent with a
modulus of subgrade reaction of 150 pounds-per-cubic-inch (pei) and reinforced in
accordance with the structural engineer’s recommendations. A slip-sheet or equivalent
should be used if crack-sensitive floor coverings (such as ceramic tiles, etc.) are to be
placed directly on the concrete slab-on-grade.

Within areas of interior slab-on-grade floors where moisture sensitive flooring will be
placed, we recommend placement of a minimum of 10-mil thick Visqueen (or equivalent)
membrane as moisture retarder under the slab. To facilitate uniform curing of concrete
and to provide protection of this membrane during construction, clean sand (Sand
Equivalent of 30 or greater (California Standard Test Method 217)), minimum 2 inches
thick, should be placed on above and below this membrane prior to placement of

4
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Moisture retarders do not completely eliminate moisture vapor movement from the
underlying soils up through the slabs or from the unbonded water in the concrete. To
reduce moisture vapor emissions that may result in delamination and other tile damage,
we suggest the following, only for areas where moisture sensitive floor coverings are
anticipated:

. Concrete: A concrete mix design with a low water to cement ratio (less than 0.45)
may be used. Water should not be added to this mix during placement. The concrete
should be cured in a manner to eliminate slab curling.

- Post Curing: Before floor coverings are placed, any bond breaker coating and all
other contaminates should be removed from the slab-on-grade surface. Shot blasting
the slab surface may be required. Once the building has been enclosed, and
environmental controls (heating and air conditioning) are installed and operational,
the slab-on-grade should then be tested for moisture vapor emission, in accordance
with ASTM E 1907-97.

«  Floor Coverings: Floor coverings and adhesives should be compatible, and the
manufacture’s requirements should be followed. The tested moisture vapor emission
rate (MVER) should be below the specified rate for the floor covering products used
(e.g., MVER<S), before the product is placed. Expansion gaps hould be provided
where floor tiles are placed adjacent to walls under molding, and along appropriate

grids for large expanses of tile.

Cracking of concrete is normal as it cures due to drying and shrinkage, and should be
expected. However, cracking is often aggravated by a high water/cement ratio, high
concrete temperature at the time of placement, small nominal aggregate size, and rapid
moisture loss due to hot, dry, and/or windy weather conditions during placement and curing.
Cracking due to temperature and moisture fluctuations can also be expected. The usc of
low slump concrete can reduce the potential for shrinkage cracking. Concrete placement
during hot weather should be minimized due to the potential for slab curling.

Concrete Flatwork

To reduce the potential for uncontrolled cracking, all exterior concrete flatworks on grade
(e.g., sidewalks, courtyards, pool decks, trash enclosures, etc.) should be a minimum of 4

inches thick and provided with construction or weakened plane joints at frequent intervals

1
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(e.g., every 6 feet or less). Remforcement of the concrete should also be considered to
further reduce unsightly cracking.

Retaining Walls

Although not noted on the conceptual grading plan (HPS, 2008), we anticipate that
retaining walls will be planned for the project. Any type of retaining walls should be
designed for lateral earth pressures. The magnitude of these pressures depends on the
amount that the wall can yield horizontally under load. If the wall can yield enough to
mobilize full shear strength of backfill soils, then the wall can be designed for "active"
pressure. If the wall cannot yield under the applied load, the shear strength of the soil
cannot be mobilized and the earth pressure will be higher. Such walls should be designed
for "at-rest”" conditions. If a structure moves toward the soils, the resulting resistance
developed by the soil is the "passive" resistance. Retaining walls backfilled with very
low expansive soils (EI values less than 21 per ASTM D4829) should be designed using
the following equivalent fluid pressures:

Table 5 - Retaining Wall Design Earth Pressures (Static, Drained)

Loading Equivalent Fluid Pressure (pcf)
Conditions Level Backfill 2:1 (H:V) Backfill
Active 39 59
At-Rest 59 90
Passive' 250 _

! Allowable passive resistance. Maximum value not to exceed 2,500 psf at depth.

Unrestrained (yielding) cantilever walls should be designed for the active equivalent-fluid
pressure value provided above for very low to low expansive soils that are free draining.
In the design of walls restrained from movement at the top (non-yielding) such as utility
vaults, wall corners, the at-rest equivalent fluid pressure should be used.

In addition to the above lateral forces due to retained earth, surcharge loads behind the
retaining wall on or in the backfill within a 1:1 (horizontal:vertical) plane projection up
and out from the retaining wall toe, should be considered as lateral and vertical surcharge.
Unrestrained (cantilever) retaining walls should be designed to resist one-third of these
surcharge loads applied as a uniform horizontal pressure on the wall. Restrained wall

<7
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sections should also be designed to resist an additional uniform horizontal-pressure
equivalent to one-half of uniform vertical surcharge-loads.

Retaining wall foundations should be at least 18 inches wide, embedded a minimum of 18
inches below the lowest adjacent grade, and bearing on a minimum of 2 feet of properly
compacted fill soils (see Section 4.2.3). Allowable vertical bearing and maximum
allowable frictional resistance for retaining wall foundations should follow the
recommendations in Section 4.4 of this report. Non-standard wall designs should be
reviewed by Leighton prior to construction to verify that the proper soil parameters have
been incorporated into the wall design.

All retaining walls should be provided with appropriate drainage. The outlet pipe should
be sloped to drain to a suitable outlet. Typical wall drainage design is illustrated in
Figure 7, Retaining Wall Backfill and Subdrain Details, for non-expansive backfill. Wall
backfill should be compacted by mechanical methods to a minimum of 90 percent relative
compaction (ASTM D1557). Walls should not be backfilled until wall concrete attains
the 28-day compressive strength and/or as determined by the Structural Engineer that the
wall is structurally capable of supporting backfill. Lightweight compaction equipment
should be used, unless other wise approved by the Structural Engineer.

Temporary Excavations

All temporary excavations, including utility trenches, retaining wall excavations, and
other excavations should be performed in accordance with project plans, specifications
and all Occupational Safety and Health Administration (OSHA) requirements.

Excavations 5 feet or deeper should be laid back or shored in accordance with OSHA
requirements before personnel or equipment are allowed to enter. OSHA allows the sides
of unbraced excavations, up to a maximum height of 20 feet, to be cut to a %H:1V slope
for Type A soils, IH:1V for Type B soils, and 1/2H:1V for Type C soils. Shoring, if
needed, can be designed using the appropriate lateral earth pressures provided in
Section 4.8.

The onsite bedrock within the planned excavation depths generally conform to OSHA
soil Type B while the onsite soils overlying bedrocks are anticipated to conform to OSHA
soil Type C. OSHA regulations are applicable in areas with no restriction of surrounding
ground deformations.
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No surcharge loads should be permitted within a horizontal distance equal to the height of
cut or 5 feet, whichever is greater from the top of the slope, unless the cut is shored and
these surcharge loads are considered in the design of the shoring system. Excavations
that extend below an imaginary plane inclined at 45 degrees below the edge of any
adjacent existing site foundation should be properly shored to maintain support of the
adjacent structures.

During construction, the soil conditions should be regularly evaluated to verify that
conditions are as anticipated. The contractor should be responsible for providing the
“competent person” required by OSHA standards to evaluate soil conditions. Close
coordination between the competent person and the geotechnical engineer should be
maintained to facilitate construction while providing safe excavations.

Typical cantilever shoring where deflection of the shoring will not impact the performance
of adjacent structures may be designed based on the active fluid pressures 39 pcf. Braced
or tie back shoring is recommended in areas where the shoring will be located close to
existing structures to limit shoring deflections. Braced shoring can be designed using a
uniform rectangular soil pressure of 25H psf, where H is equal to the depth of the
excavation being shored. Braces should be installed and pre-loaded as the excavation
progresses to reduce shoring deflections.

Slope Stability

Based on the conceptual site plan (HPS, 2008), cut slopes into bedrock of maximum
height of approximately 45 feet — primarily south and west facing — are planned across the
site to facilitate access roads and to attain the proposed pad elevations. Bedrock exposed
at the proposed cut slope face is anticipated to contain poorly cemented cobble sized
concretions within friable sandy matrix which may be susceptible to severe erosion over
time. In order to maintain surficial stability, remedial measures such as proper
landscaping and/or erosion control matting, may be required. In addition, the gross
stability of the proposed south and west facing cut slopes may be affected by unfavorable
bedding orientations at certain locations. These cut slopes may require some form of
stabilization. Any slope section, cut or till, that is steeper than 2:1 (horizontal:vertical)
should be analyzed for gross stability.

Cut and fill slopes should be provided with appropriate surface drainage features and
landscaped with drought-tolerant, slope-stabilizing vegetation as soon as possible after

-29- Leighton
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4,12 Pavement Design

4.12.1 Asphalt Concrete Pavements

Our laboratory tests of two representative bulk samples — one consisting of
weathered sandstone at depths of 3 to 6 feet and the other from within upper 5 feet
of the canyon fill area — indicated R-values of 66 and 50, respectively. Due to
wide variations of near surface soil types — from colluvium to weathered bedrock
— and anticipating blending of these materials at different proportions during site
grading for pavement subgrades, we utilized an average R-value of 35 for
preliminary design purposes. Considering this R-value and following the Orange
County Highway Design Manual, minimum asphalt pavement sections for
different Traffic Indices (Tls) are listed in Table 6 below.

Table 6 - Asphalt Pavement Section Thickness

Traffic Asphalt Concrete Aggregate Base'
Index (TI) (inches) (inches)
6.0 or less 4.0 6.0
7.0 5.0 7.0
8.0 5.5 8.5

1 R P -
Minimum design R-value of aggregate base is 78.

2 P .

* County’s minimum requirements.

Appropriate Traffic Index (TI) data should be selected by the project civil
engineer or traffic engineering consultant and appropriate R-value of the subgrade
soils will need to be determined after completion of rough grading to finalize the
pavement design. Final pavement sections should be in general accordance with
the city standards.

The stability of compacted pavement subgrade soils will be reduced with the
increase of soil moisture. If pavement areas are adjacent to heavily watered
landscape areas, we recommend some measure of moisture control to be taken to
prevent the subgrade soils from being saturated. It is recommended that the
concrete curb separating the landscaping area from the pavement be extended
below the aggregate base to reduce the potential for irrigation water entering the
ageregate base. In lieu of the curb extension, a moisture barrier may be used.
Concrete swales should be designed in roadway or parking areas subject to

~
1
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Subgrade soils in the upper 24 inches of the driveways and parking areas should
be properly compacted to at least 90 percent relative compaction (ASTM D1557)
and should be moisture-conditioned to above optimum moisture contents, and
kept in this condition until the pavement section is constructed. Minimum relative
compaction requirements for aggregate base should be 95 percent of the
maximum laboratory density (ASTM D1557).

Asphalt concrete and aggregate base should conform to Section 203-6 of the
Standard Specifications for Public Works Construction (Green Book), 2003
Edition. Crushed aggregate base or crushed miscellaneous base can conform to
Sections 200-2.2 and 200-2.4 of the Standard Specifications for Public Works
Construction (Green Book), 2003 Edition, respectively.

Portland Cement Concrete (PCC) Pavements

Portland Cement Concrete (PCC) pavements should be considered in areas where
impact loading from truck wheels is anticipated such as trash enclosure aprons,
driveway approach, parking lot approach sections and fire truck lane for the
proposed Civic Center and park areas, etc. For preliminary planning purposes, a
minimum thickness of 6-inches may be assumed for PCC pavements. All PCC
pavements should have a minimum 28-day concrete compressive strength of
3,500 psi and have appropriate joints and saw cuts in accordance with either
Portland Cement Association (PCA) or American Concrete Institute (ACI)
guidelines. A minimum of 4 inches thick layer of Class 2 aggregate base at 95
percent relative compaction (per ASTM D1557) should be considered beneath the
PCC paving. Underlying the aggregate base layer, subgrade soils in the upper 24
inches should be properly compacted to at least 90 percent relative compaction
(ASTM DI557) and should be moisture-conditioned to above the optimum
moisture contents. Use of concrete cutoff or edge barriers should be considered at
the perimeter of the common parking or driveway areas when they are adjacent to
either open (unfinished) or landscaped areas.

Cement Type and Corrosion Measures

Preliminary laboratory test results indicate that onsite soils at shallow depth have

“negligible” soluble sulfate content (per Section 4.3 of ACI 318). Accordingly, common
Type Il cement may be used for concrete in contact with onsite soils. The conerete should
be designed for negligible sulfate exposure in accordance with ACI 318 (ACI, 2005).

o~

o
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The resistivity test result of the site soil indicates that these soils have moderate to severe
corrosion potential to buried ferrous metals. If buried ferrous pipes are planned for the
project, further resistivity tests of the soil samples should be performed and specific
corrosion protection measures should be recommended by a qualified corrosion engineer.

Surface Drainage

Adequate surface drainage is a very important factor in reducing the likelihood of adverse
behavior of foundations, hardscape, and slopes. Surface drainage should be sufficient to
prevent ponding of water anywhere on the site, and especially near structures and top-of-
slopes. Positive surface drainage should be provided and maintained to direct surface
water away from structures and slopes and towards suitable drainage collection facilities
and outlets.

Utility Trenches

Utility trenches should be backfilled with compacted fill in accordance with Sections
306-1.2 and 306-1.3 of the Standard Specifications for Public Works Construction,
(“Greenbook™), 2003 Edition or corresponding sections in the later editions. Fill material
should be placed in horizontal layers of thickness compatible to the type of equipment
being used and should be compacted to at least 90 percent relative compaction (ASTM
D1557) by mechanical means only. Utility pipes should be placed on properly placed
bedding materials extended to a depth in accordance to the pipe manufacturer’s
specification. The pipe bedding should extend to least 12 inches over the top of the
pipeline. The bedding material may consist of compacted free-draining sand, gravel, or
crushed rock. If sand is used, the sand should have a Sand Equivalent (California
Standard Teslt Method 217) of 30 or greater.

Geotechnical Observation During Construction

All grading and excavation should be performed under the observation and testing of the
geotechnical consultant at the following stages:

« Upon completion of site clearing;

« During site earthwork;

« During preparation of subgrades;

<
-4
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. During fill placement for cut slope stabilization, as needed, and construction of fill
slopes;

« During excavation and backfilling of all utility trenches;
+  During construction of any temporary shoring, if needed;
. During placement of aggregate base and asphalt concrete for pavement areas; and

. When any unusual or unexpected geotechnical conditions are encountered.

Limitations

The conclusions and recommendations in this report are based in part upon data that were
obtained from a limited number of observations, site visits, excavations, samples, and
tests. Such information is by necessity incomplete. The nature of many sites is such that
differing geotechnical or geological conditions can occur within small distances and
under varying climatic conditions. Changes in subsurface conditions can and do occur
over time. Therefore, the findings, conclusions, and recommendations presented in this
report can be relied upon only if Leighton has the opportunity to observe the subsurface
conditions during grading and construction of the project, in order to confirm that our
findings are representative for the site.

g Leighton
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Important Information about Your

Subsurface problems are a

While you cannot eliminate all such risks, you ca

Geotechnical Services Are Performed for
Specific Purposes, Persons, and Projects
Geotechnical engineers struciure their services to meet the specific needs of
their clients. A geotechnical engineering study conducted for a civil engi-
neer may not fulfill the needs of a construction contractor or even another
civil engineer. Because each geotechnical engineering study is unique, gach
geotechnical enginaering report is unique, prepared solely for the client. No
one except you should rely on your geatechnical engineering report without
first conferring with the geotechnical engineer who prepared it. And no ane
— not even you — should apply the report for any purpose or project
except the one originally contemplated.

Read the Full Report

Serious problems have occurred because those relying on a geatechnical
engineering report did not read it all. Do not rely on an executive summary.
Do not read selected elemants only.

A Geotechnical Engineeriny Report Is Based on

A Unigue Set of Project-Specific Factors
Geotechnical engineers consider a number of unique, project-specific fac-
tors when eslablishing the scope of a study. Typical factors include: the
client's goals, objectives, and risk management preferences; the general
nature of the structure involved, its size, and configuration; the location of
the structure on the site: and other planned or existing site improvements,
such as access roads, parking lots, and underground utilities. Unless the
geotechnical engineer who conducted the study specifically indicates oth-
erwise, do not rely on a geotechnical engineering report that was:

not prepared for you,

not prepared for your project,

not preparad for the specific site explored, or

completed before important project changes were made.

Typical changes that can erode the reliability of an existing geotechnical

engineering report include those that affect:

o the function of the proposed struciure, as when it's changed from a
parking garage to an office building, or from a light industrial plant
to a refrigerated warehouse,

S

Geotechnical Engineering Report

principal cause of construction delays, cost overruns, claims, and disputes.

n manage them. The following information is provided to help.

e elevation, configuration, location, orientation, or weight of the
proposed structure,

e compositian of the design team, or

e project ownership.

As a general rule, always inform your geatechnical engineer of project
changes—even minor ones—and request an assessment of their impact.
Geolechnical engineers cannot accept responsibitily or liability for problems
that occur because their reports do nof consider developments of which
they were ol informed.

Subsurface Conditions Gan Change

A geotechnical engineering report is based on conditions that existed at
the time the study was performed. Do ot rely on a geotechnical engineer-
ing report whose adequacy may have been affected by: the passage of
time; by man-made events, such as construction on or adjacent to the site;
or by natural events, such as floods, earthquakes, or groundwater fluctua-
tions. Always contact the geotechnical engineer before applying the report
to determine if it is still reliable. A minor amount of additional testing or
analysis could prevent major problems.

Most Geotechnical Findings Are Professional
Opinions

Site exploration identifies subsurface conditions only at those poinis where
subsurface tests are conducted or samples are taken. Geotechnical engi-
neers review field and laboratory data and then apply their professional
judgment to render an opinion about subsurface conditions throughout the
sile. Actual subsurface conditions may differ—sometimes significantly—
from those indicated in your report. Retaining the geotechnical engineer
who developed your report to provide construction abservation is the

most effective method of managing the risks associated with unanticipated
canditions.

A Report's Recommendations Are /ot Final

Do not overrely on the construction recommendations included in your
report. Those recormmendations are not final, because geotechnical engi-
neers develop them principally from judgment and opinion. Geotechnical
engineers can finalize their recommendations anly by abserving actual

S
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STANDARD DETAILS A Leighton
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e 100
1 3 34" S0-100
. 3/8" 40-100
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VR » : No, 30 5-15
e No. 50 0-7
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6* @ MIN,
SUBDRAIN ALTERNATE B DETAIL OF CANYON SUBDRAIN TERMINAL
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DESIGN
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___ (MIRAFI 140NC OR -
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0 ——— 15" MIN, | 20' MIN.
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STANDARD DETAILS C Leighton

Figure 6
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® Qversize rock is larger than 8 inches
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e Backfill with approved soil jetted or
flooded in place to fill all the voids.

e Do not bury rock within 10 feet of
finish grade.

e  Windrow of buried rock shall be
parallel to the finished slope face.

PROFILE ALONG WINDROW
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APPROVED S0IL

GENERAL EARTHWORK AND GRADING QP’#
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SUBDRAIN OPTIONS AND BACKFILL WHEN NATIVE MATERIAL HAS EXPANSION INDEX OF <50

OPTION 1: PIPE SURROUNDED WITH
CLASS 2 PERMEABLE MATERIAL

OPTION 2: GRAVEL WRAPPED
IN FILTER FABRIC

WITH PROPER WITH PROPER
SURFACE DRAINAGE SURFACE DRAINAGE

OR LEVEL |

WATERPRQOFING ?

(SEE GENERAL NOTES) ~——| i WATERPROOFING
[t (SEE GENERAL NOTES) FILTER FABRIC
oot 12" MINIMUM (SEE NOTE 4}
: CLAS5 2 PERMEABLE 12" MINIMUM
FILTER MATERIAL
WEEP HOLE —— i WEEP HOLE Va T0 1%z INCH SIZE GRAVEL
{SEE NOTE 5) = (SEE GRADATION) (SEE NOTE 5) WRAPPED IN FILTER FABRIC

4 INCH DIAMETER :
PERFORATED PIPE LEVEL OR
(SEE NOTE 3) SLOPE

Class 2 Filter Permeable Material Gradation
Per Caltrans Specifications

Sieve Size Percent Passing

1" 100
3/4" 90-100
3/8" 40-100

No. 4 25-40

No. 8 18-33
Ne. 30 5-15
No. 50 0-7
No. 200 0-3

GENERAL NOTES:

* Waterpraofing should be provided where moaisture nuisance problem through the wall is undesirable.

* Water proofing of the walls is not under purview of the geotechnical engineer

* All drains should have a gradient of 1 percent minimum

*Qutlet portion of the subdrain should have a 4-inch diameter solid pipe discharged into a suitable disposal area designed by the project
engineer. The subdrain pipe should be accessible for maintenance (rodding)

*Qther subdrain backfill options are subject to the review by the geotechnical engineer and modification of design parameters.

Notes:

1) Sand should have a sand equivalent of 30 or greater and may be densified by water jetting.

2) 1 Cu. ft. per ft. of 1/4- to 1 1/2-inch size gravel wrapped in filter fabric

3) Pipe type should be ASTM D1527 Acrylonitrile Butadiene Styrene (ABS) SDR35 or ASTM D1785 Polyvinyl Chloride plastic (PVC), Schedule
40, Armco A2000 PVC, or approved equivalent. Pipe should be installed with perforations down. Perforations should be 3/8 inch in diameter
placed at the ends of a 120-degree arc in two rows at 3-inch on center (staggered)

4) Filter fabric should be Mirafi 140NC or approved equivalent.

5) Weephale should be 3-inch minimum diameter and provided at 10-foot maximum intervals. If exposure is permitted, weepholes should be
located 12 inches abave finished grade. If exposure is not permitted such as for a wall adjacent to a sidewalk/curb, a pipe under the sidewalk
to be discharged through the curb face or equivalent should be provided. For a basement-type wall, a proper subdrain outlet system should be
provided.

6) Retaining wall plans should be reviewed and approved by the geotechnical engineer.

7) Walls over six feet in height are subject to a special review by the geotechnical engineer and madifications to the above requirements.

RETAINING WALL BACKFILL AND SUBDRAIN DETAIL @ﬁ'f
FOR WALLS 6 FEET OR LESS IN HEIGHT f*{‘%

WHEN NATIVE MATERIAL HAS EXPANSION INDEX OF <50 L sighton

D:Miraftinn\tamnlatacidarallel ratalnauraii-harkfilloand cobdrealn dun 7700
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GEOTECHNICAL BORING LOG BA-1

Date 4-1-08 Sheet 1 of 2
Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Al Roy Type of Rig EZ-BORE
Hole Diameter 28" Drive Weight Drop "
Elevation Top of Hole 692' Location See Plate 1, Geotechnical Map
S =) (=) . 9
sl le | 8 |2 |osl|3 |2)4a DESCRIPTION 7
So|¥e| S| T @ |20 | S| 2|20 =
g | 23 | 20 = —= w | 20 | hae | O e
22|32 S| £ |2 |85 08|82 | ;
] G) = E |Bf | > |[=o| 738> |LoggedBy J Roe 2
0 =) Q| n— >
Sampled By L
N S
7 i Disced Ficld:
e beel ] o _T@,U_: i ti,' AND, loose, fine to coarse grained sand, fine rounded
L E'jie_ _______________________
690 /\ - Bedrock: Oso member of the Capistrano formation (Tco):
// @l™ = yellow brown fo olive grey, moist, cobble sized
- \\ concretions, .
///\ BBI :[ fine to coarse grained sand, friable. RV, CR
5— 4.6 B @4.6" Thin oxidized SAND bed, basal contact with underlying fine
///\‘ 3aw,90s| RI W 76" Silty SANDSTONE, cobble sized Sandstone concretions.
. ///\ 2 @5.7" grades to coarse SANDSTONE
685+ — <\\ u (@erosional contact top, oxidized, irregular, fine GRAVEL and Silty
// SANDSTONE with cobble concretions, rounded very hard, very
1 /i\\ B well cemented, grades to coarse SANDSTONE to 10 feet.
10— 10" B R2 I 6 " @10": SANDSTONE, medium grey to orange brown, hard, oxidized,
_ /<\\\ 51W, 2N M 51 mqggrately to poorly cemented, friable, medium grained sand,
/ 11.2%B OXIQ1Z: . . . _
| Rz : i @11.2" Oxidized SAND bed, overlie fine Silty Sandstone, 52E,
680 //\\ 4250 Horizontal.
_ 12.7: B M @12.7"; Cobble concretions, becomes coarse SANDSTONE below.
/\\\ 72E, 6N
15— /\\\ R3 B o6 @15 Silty SANDSTONE, yellow brown to orange brown, dry, hard,
_ L] fine to coarse grained sand, poorly cemented, friable.
\ 16.3:C {@16.2": Basal contact overlie yellow brown micaceous Silty
6751 — 66E, 3N - SANDSTONE, fine to coarse gravel.
1 ///\ @18.7: C B @18.7": Basal contact, oxidized, becomes fine gravel, greyish Silty
55 /\ 49E, 4N SANDSTONE.
/\ r4 W 106" @20": SANDSTONE, light grey to yellow brown, dry, hard, fine
I /\\ || grained sand, moderately oxidized.
// 21 C @21" Coarse SANDSTONE aver fine grey Silty Sandstone,
670- _ /\ 60E, 0 ] micaceous, oxidized at contact, infilled vertical worm burrows,
//\ oxidized around rim, dark reddish orange sand, healed.
— 23.9" B M @23.9" Oxidized SAND bed at contact with underlying Silty
/\\ 75E. 2N SANDSTONE.
25— 743" B 13 @?24.5 - 26.5": Coarse grained SAND, erasional contact at top and DS
//\ 13E, 0 RS l 12730 [ 1169] 5.3 bottom, oxidized at contact, horizontal bedding.
6651 ~ =
30 b /
SAMPLE TYPES: TYPE OF TESTS: -200 PERCENT PASSING ~
S SPLIT SPOON G GRAB SAMPLE AL  ATTERBERG LIMITS SA SIEVE ANALYSIS

R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR SU SULFATE CONTENT
T TUBE SAMPLE MD MAXIMUM DENSITY RV R-VALUE




GEOTECHNICAL BORING LOG BA-1

Date 4-1-08 Sheet 2 of 2
Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Al Roy Type of Rig EZ-BORE
Hole Diameter 28" Drive Weight Drop "
Elevation Top of Hole 692' Location See Plate 1, Geotechnical Map
. - =] % ﬂ
s lele | 8 |2 |asl| |5da DESCRIPTION ;
5|88 | So| T o |20 | 55| 2E| 20 =
99| 2o | 20 2 2 |o¥ | 28| B | O o
>n | g @] = — O =% | T
3 o 5] = E |mgo | oc (=2t @
i b ® o |2 =0 | 0D |Logged By J Roe o
() ) Q| n— >
g Sampled By -
30

|
<

660+

|
S

\_ 27" B B @32.7": Oxidized coarse grained SAND bed over fine Silty
///\ BOW, 4N SANDSTONE, becomes grey 1o orange brown.
35— re 26/’!‘ . @35 SANDSTONE, light grey to olive brown, dry, hard, fine grained
sand, some silt, micaceous.

]
N

655+ ///

|
N
S

40— 39.7" B I ({@39.7": Oxidized SAND bed over fine gravel and Silty SANDSTONE.
_ 31W, 5N |
6501 — ///}\\ |
_ \\ i
_ 43.5" C L {@43.5": SANDSTONE, light yellow brown, coarse, over blue grey,
\ 87W, 0 fine, Silty SANDSTONE, oxidized at contact, horizontal.

45_ . o [l 1 1
\ R7 40/5 {@45": SANDSTONE, light g;"cf\)/ to dark orange brown, moist, very
\ hard, fine grained sand, triable, well oxidized along micaceous silty

interbeds, moderately well cemented with iron oxide.

6451 — /<\\ H
- /<\\ - @47.7- Coarse SANDSTONE
50
640 — M g
Total depth of boring: 50 feet.
- L Downhole logged to 48.1 feet.
No groundwater encountered during drilling.
| L Boring was backfilled with soil cuttings and tamped.
55— L B = Bedding Surface
C = Contact between units
635 — o
60
SAMPLE TYPES: TYPE OF TESTS: -200 PERCENT PASSING
S SPLIT SPOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR SU SULFATE CONTENT
T TUBE SAMPLE MD  MAXIMUM DENSITY RV R-VALUE




GEOTECHNICAL BORING LOG BA-2

Date 4-1-08 Sheet 1 of 2
Project Residential Development at IRWD Site Project No. 011797-002

Drilling Co. Al Roy Type of Rig EZ-BORE

Hole Diameter 28" Drive Weight Drop "
Elevation Top of Hole 675 Location See Plate 1, Geotechnical Map

s DESCRIPTION

Elevation
Feet
Depth
Fe%t

h
ng
Attitudes
Blows
Per foot

0D |Logged By J Roe
Sampled By

Sample No.
Dry Density
pef
Moisture
Content, %
Type of Tests

SM

—_— e e e e e — —

675 0—pvep=y—

NG Bedrock: Oso member of the Capistrano formation (Tco):

\ I @I SANDSTONE, yellow brown to orange brown, moist, moderately
2" B BBI hard, fine to medium grained sand, poorly graded, poorly cemented, MD, CR
28W, TN L friable, thin beds of dark brown micaceous SILTSTONE.

(@2": Cross-bedded SANDSTONE, tan, thin beds, erosional contact,
= irrepular contact, well oxidized at basal contact, abundant
concretions.

| == 5" B I 4 @5': SANDSTONE, thin bed, irregular erosion contact, 2-4 inch thick,
21w, Rl 6 cross bedded oxidized basal contact with orange brown to olive
268 brown Silty SANDSTONE.

(@8'": becomes massive, cobble sized iron rimmed, well cemented
concretions, fine sand.

B I 5 @10": SANDSTONE, medium grey to dark orange brown, sli%htly
10 moist, moderately hard, fine grained sand, thin beds of well oxidized

sand, friable.

13.4- C @13.4": Clayey SILTSTONE, olive brown, 5-inch thick, top contact is
84W, 585 erosional, bottom contact is planar, mottled with well oxidized fine
6604 15— grained sand lenses.

I @15': SANDSTONE, medium grey, moist, hard, fine grained sand,
_ 158 C R3 10 friable, micaceous, silty. . _
e @15.8"; Sandy SILTSTONE, 2-inch thick, trace clay, top contact is
<) 105 I erosional with well oxidized sand, bottom contact is planar, becomes
sandstone.

w

)19.1" B @19.1": 3-inch thick, well oxidized, well cemented, sandy bed becomes
6554 20— 33W, 48 fine grained sandy SILTSTONE, erosional, irrcgular contact.
R4 I 6 @20": SANDSTONE, light grey, moist, hard, fine to medium grained
12 sand, friable, micaceous, well indurated.

225" B | @22.5': Sandy SILTSTONE with trace clay, 6-inch thick interbed, well
80E, 45 oxidized, micaceous, erosional/irregular top and bottom contact,
becomes sandstone.

10 (@25": SANDSTONE, light grey to light orange brown, dry, hard, fine
16 grained sand, micaceous with silt.

262" C (@26.2": Wispy-thin, oxidized, finc grained SANDSTONE beds, some
= 38W, 2S H discontinuous, SANDSTONE lenses with loose dark brown sand,
top and bettom contact are erosional, well healed burrows with sand.

6501 25— I

6454 30—~
SAMPLE TYPES: TYPE OF TESTS: -200 PERCENT PASSING <
S SPLIT SPOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS ’
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE

B BULK SAMPLE DS DIRECT SHEAR SU SULFATE CONTENT

T TUBE SAMPLE MD MAXIMUM DENSITY RV R-VALUE




GEOTECHNICAL BORING LOG BA-2

Date 4-1-08 Sheet 2 of 2
Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Al Roy Type of Rig EZ-BORE
Hole Diameter 28" Drive Weight Drop "
Elevation Top of Hole 675’ Location See Plate 1, Geotechnical Map
4 ) o E
s e le |8 | 2,218 |&)ia DESCRIPTION :
S| =0 Zm k=] @ Z0 cy | 3F Ed
|88 83| 2 | 2 |3%|8%|Eg|oy s
= s mao ot | =X
u% = O] b E ay g* = 8 83 Logged By J Roe ‘é’
" S Sampled By -
645 30 - . - —
R6 12 @30': SANDSTONE, light grey, moist, hard, fine grained sand, poorly
_ /\\ 30.7" 28 cemented, friable, well indurated. . )
// ault, @30.7": FAULT: 1/8-inch wide, well healed with iron oxide, well
= /\ NTE ] cemented along planar surface, oxidized sand below fault, minor
//\ A4NW offset along laminated bedding to 2-inches
- // 12.3-B L (@32.3" Oxidized 2-inch thick sand bed, SANDSTONE becomes

\\ 66W, 6S harder.

N

RO wr g O el A oy i s e
\ I @Z«)Sﬁ}':J Irre El)la’r erosional contact with hard, ]ig’ht grey, coarse grained
SANDSTONE.

|1
Y

(@38": Thin bed of oxidized ﬁneé;rained silty SANDSTONE, contact is
\\ ! | roughly planar, well cemented at contact, becomes friable with
38.9" C depth.

N

67W, 35
e S /\\\'\ RS I 12 (@40': SANDSTONE, light yellow brown to orange brown, dry, very
_| // = 22/3" hard, fine grained sand, well oxidized, poorly cemented, friable, well
/\ 41.2% B indurated. .
/\ S0E. 45 L] (@41.2"; Oxidized thin sandstone bed, contact is roughly planar,
//‘\ ! abundant cobble sized sandstone iron concretions.
_ 43.5" L @43.5": FAULT: oxidized at top of planar contact, 1/8 to 1/2-inch
\\ “ault, wide, well healed with dark grey fine Frained sand, well cemented
630 45_. NBE, along fault plane, offsets fine grained light grey silty SANDSTONE
/\ G5SNW R9 I 25 against coarse grained yellow brown SANDSTONE.
. /\\ 44.8"; 0 2572 @44.8": FAULT: steeply dipping, 1/8 to [/4-inch wide, planar, fracture
// “ault, zone is well healed and well cemented.

- INGW, L]
//\\" 62NE
7] //\\ N @47.8" FAULT is truncated by above mentioned FAULT.

@50": SANDSTONE, olive brown, dry, very hard, fine grained sand.

N

625 50—

7] i Total depth of boring: 50 feet.

- -] Downhole logged to 47.8 feet. o

No groundwater encountered during drilling,

) ] Bonng was backfilled with soil cuttings and tamped.

6204 55— || B = Bedding Surface
2 C = Contact between units

615- 60
SAMPLE TYPES: TYPE OF TESTS: -200 PERCENT PASSING Q’
S SPLIT SPOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS ]
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR SU SULFATE CONTENT %
T TUBE SAMPLE MD MAXIMUM DENSITY RV R-VALUE




GEOTECHNICAL BORING LOG BA-3

Date 4-1-08 Sheet 1 of 2
Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Al Roy Type of Rig EZ-BORE
Hole Diameter 28" Drive Weight Drop "
Elevation Top of Hole 708’ Location See Plate 1, Geotechnical Map
S = =] % ﬂ
c o | g | S| <|8 | iz DESCRIPTION 7
S5 S5 | Eo| B o |28 | x| 3E |G =
33| a3 | ag 3 = |39 | 25| ho | 09 L
>0 | Oy ] =] a L | ool == | Zn o
o (=] = £ E mo | o, oc | =% L]
i o b @ o | 2 | =9 |92 |Logged By J Roe 2
(%] fa) o|(w >
Sampled By =
N S
’ .'..'l' -1 . Disced field ]
77\ T HT T T[T T T T T T T [V@0iSily SAND with fine gravel comprised of sandstone. |
Bedrock: Oso member of the Capistrano formation (Tco)
— , - @U.T- Silty SANDSTONE, mottled medium grey to orange brown,
2: B moist, hard, fine to medium grained sand, trace clay and charcoal
7054 - 35E, 4N ~ fragments.
1": Concretionary SAND bed, very well cemented, 1 to 3-inch thick.
— . 2': Oxidized SANDSTONE bed, ith yellow brown, dry, hard, fine
Erained sand, 1/2-inch thick, roughly planar, erosional top and
5— o ottomn contact, friable, poorly cemented, well cemented rounded
] ,?2‘}?, | 1 I g sandstone cobble concretions. CR
7001 - 7.4 C I8 @7.4": SANDSTONE, undulatory, horizontal contact, overlie cobble
T8W, 0 sandstone concretions.
10— £ @9.9": SANDSTONE, yellow brown to orange brown, coarse grained CR
] R2 8 sand, irregular erosional contact, becomes biue grey fine grained
sandstone to silty sandstone with gravel sized iron nodules.
| L @10': SANDSTONE, light yellow brown, dry, hard, fine grained sand,
poorly cemented, friable, trace amount of clay.
695+ | 124" B i @12.4": SANDSTONE bed, iron oxide stained, becomes coarser to
18E, 4S 14.2'
5] 15" B I 4 @15': SANDSTONE, light orange brown, slightly moist, hard, fine
. 55W,9s | R3 10 grained, oxidized.
16.3: C @16.3" Coarse grained SANDSTONE over silty SANDSTONE, fine
= 46W, 0 N grained, hard, horizontal bedding.
690+ - -
= @20" B re B o/6" @20'": SANDSTONE, yellow brown to olive brown, dry, very hard,
_] 80E, 2S | moderately cemented layers with iron oxide as cement, becomes
friable with depth, some gravel sized iron concretions, horizontal
- L bedding.
883 7 23" B i
) TW, 2S || ; 4 ;
@23.9": Well cemented concretions, calcium carbonate cementation.
25— @?24.5'": Concretionary SANDSTONE bed, 3-inch thick.
| s i
26" B
- 15E, 2N | @26.6"; Concretionary SANDSTONE bed, horizontal, 3-inch thick.
680+ - -
30—
SAMPLE TYPES: TYPE OF TESTS: -200 PERCENT PASSING W
§ S5PLIT SPOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS _‘
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR SU SULFATE CONTENT % V
T TUBE SAMPLE MD  MAXIMUM DENSITY RV R-VALUE




GEOTECHNICAL BORING LOG BA-3

Date 4-1-08 Sheet 2 of 2
Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Al Roy Type of Rig EZ-BORE
Hole Diameter 28" Drive Weight Drop "
Elevation Top of Hole 708' Location See Plate 1, Geotechnical Map
u
£ > =] . -+t
S.le| e 2 2 ez |5 (23|80 DESCRIPTION 8
9|88 a2 | 2 | 2 |32|5%|85|0 =
o | Quw | B2 | B £ |@s5 | 2% 6E | =9 2
o] o b @ o2 | = 3182 Logged By J Roe g
wn [m] e
o Sampled By L
30 - - :
| @30": SANDSTONE, slightly maist, hard, medium grey to orange
= //\\\\ RE o 17/3° brown, fine gr?inc.id sand, oxidized, poorly cemented, friable,
/\ micaceous with silt.
675 — H
4{\\ 33 B @33.1": Horizontal, oxidized, SANDSTONE bed, 2-inch thick, overlie
— BTW, 45 | fine grained silty SANDSTONE, erosional top and bottom contact.
35— /\\\ 14 ; . ; .
/ R7 I i @35" SANDSTONE, slightly moist, hard, fine grained sand, poorly
_ /\ ] 1022 cemented, friable,
//\\ gf&,c:*s @36.3': Coarse grained basal SANDSTONE overlie fine grained silty
7 /\\ X ] SANDSTONE, nearly horizontal, erosional contact.
6701 - ///\\ |
14— /<\\ rs W 10, @A0"; SANDSTONE, olive grey to orange brown, slightly moist, very
e /(/\ 15/3 hard, fine grained sand, poorly cemented, friable.
665{ | //>\ g‘;{g,ﬂo |
45— i
///“\\\\ @45 2! BN (@45.2"; Oxidized sandy interbed, very hard, very well cemented.
. // 45W, 8 H
6601 — H (@47.6" Becomes coarse grained sand, very hard, massive.
2 2
R @6 SA 3
50— @%9.6: SANDSTONE. /1
N ] Total depth of boring: 49.6 feet.
655- — L Downhole logged to 47.6 feet.
No groundwater encountered during drilling.
- L Boring was backfilled with soil cuttings and tamped.
55— H
650 — H
60
SAMPLE TYPES: TYPE OF TESTS: -200 PERCENT PASSING B>
S SPLIT SFOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR SU SULFATE CONTENT
T TUBE SAMPLE MD MAXIMUM DENSITY RV R-VALUE




GEOTECHNICAL BORING LOG HS-1

Date 4-1-08 Sheet 1 of 2
Project Residential Development at IRWD Site Project No. 011797-002
Prilling Co. Redman Drilling Type of Rig CME-75
Hole Diameter 8" Drive Weight 140 Ibs {Auto Hammer) Drop 30"
Elevation Top of Hole 680" Location See Plate 1, Geotechnical Map
. > o i ‘.U_'.)
5 |- | ¢ B 2 loxl3 |25 85 DESCRIPTION 2
5| €8 | So| ¢ o |23 |5s|3E|S5 =
Uy | 29| 20 = = g« | 96 | Ba | OY [
2 o 5] = E moe | - oc | =2 ; ]
i < 3 o E = 8 o2 Logged By ClLivesy 2
g Sampled By =
L B g i Artificial fill gAfch:
= o (@U: with stlf, medium dense, mottled grcr and light grey,
SRR moist, fine to coarse grained sand, roots, friable light grey sandstone
L L o gravel.
SN EE 9 CN
AARLE R1 12 | 113.5] 13.1 | SP
17
675 , - ‘ ;
ol B 14 @5": SAND with silt, medium dense, mottled grey and light grey,
AN R2 20 (1203) 136 | SP moist, fine to coarse grained sand, roots, friable light grey sandstone
ITCBNE 23 gravel.
b . 15 @7 Silty SAND, dense, grey and light brown, moist, fine to medium
O O R3 23 | 114.1] 129 | SM grained sand, lean silt content, medium sub-rounded sandstone
3 R 28 gravel.
6701 10—f=—trtr- : _ . . ,
O RN 19 @10 SAND with silt, dense, grey and light brown, moist, fine grained
; R4 35 | 1196 102 | sp sand, fine sub-rounded sandstone gravel.
41
665 15—k . , ; .
¢ 9 @15": SAND, dense, grey and light brown, moist, fine grained sand.
b 51 14 sp
o 15
6604 2 - — B N I R S e SR S A
> 20 RS r 43 g4l 107 Bedrock: Capistrano formation: Oso member (Tco):
so/6n | 1184 10. @20 5 ONE, yellow tan brown, moist, medium grained sand,
grades with depth to silty SANDSTONE, brown grey, moist, very
B dense, fine to medium grained sand, friable.,
6554 25— o . - !
12 @25" SANDSTONE, light grey tan brown, moist, finc grained sand,
S2 14 same silt, fine sub-rounded sandstone gravel, some very thin
17 bedding.
6507 30
SAMPLE TYPES: TYPE OF TESTS: -200 PERCENT PASSING L
S SPLIT SPGON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS ’
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR SU SULFATE CONTENT v
T TUBE SAMPLE MD MAXIMUM DENSITY RV R-VALUE




GEOTECHNICAL BORING LOG HS-1

Date 4-1-08 Sheet 2 of 2

Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Redman Drilling Type of Rig CME-75
Hole Diameter 8" Drive Weight 140 Ibs (Auto Hammer) Drop 30"

Elevation Top of Hole

680" Location

See Plate 1, Geotechnical Map

)
3 == o . -
5 || & & 2 a5 | 25| 45 DESCRIPTION &
25| €5 | So | 3 v |£8 | 55| 2E | 86 =
Co | o Q.o =] o oY DO | o | O Y
>0 9f | w4 e o B |aa| =< | Zn o
2 (m) e = E 0o | o oc | =" ) -
i Q b @ ol =0 | 02 |Logged By ClLivesy a
0 a o | >
q Sampled By =
6501 30 , . : . :
N4 R6 23 162! 128 {@30": SANDSTONE, light brown to light grey, moist, fine grained
_ M 50/5" : F sand, some coarse grained sand, poorly graded, friable.
6451 35— " ; .
14 @ 35" SANDSTONE, grey brown, moist, fine grained sand, some very
] 53 28 thin beds, oxidized on planar faces, some silt.
N 47
=] o Total depth of boring: 36.5 feet. . .
No groundwater was encountered during drilling.
_ || Boring was backfilled with soil cuttings and tamped.
6404 40— N
6351 45— 1
6304 50— o
6254 55— u
620 60
SAMPLE TYPES: TYPE OF TESTS: =200 PERCENT PASSING 0
S SPLIT SPOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS ’
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR SU SULFATE CONTENT %
T TUBE SAMPLE MD MAXIMUM DENSITY RV R-VALUE




GEOTECHNICAL BORING LOG HS-2

Date 4-1-08 Sheet 1 of 3
Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Redman Drilling Type of Rig CME-75
Hole Diameter 8" Drive Weight 140 Ibs (Auto Hammer) Drop 30"
Elevation Top of Hole 670 Location See Plate 1, Geotechnical Map
0
g 2 g 2 | | g DESCRIPTION 3
[s] = = a =z -B 20 wn a
=5 | €5 | S| T o |20 55|28 |20 -
9o | 2o | 20 = - ov | 28 no | O S
>0 | o | B3 - 2 (2. |aa| 22| Zn (=]
Y (=] ‘5 o E mo > oc | =_ H Q
] 0] x 8 o £ 28 ucga Logged By CLivesy 2
g Sampled By =
el i Arfificial il (Afel):
B o @O’ Silty , grey brown, moist, fine grained sand, large gravel
3 O lodged in sampler, no sample recovery.
ﬁ-'..' s Rl I 53/5 - M | @2 Same as above, very dense.
ek H
665 S5—I~ -} - . . .
e R 14 @5": Silty SAND, medium dense, greyish brown mottled with grey, -200
NN O R2 18 (11141 105 moist, fine grained sand, some medium grained sand, poorly graded,
S P 27 fine gravel size oxidized clasts; 22 percent fines.
ke .-: 17 @7 Silty SAND, medium dense, tan brown, moist, fine to medium
fte o5t E R3 28 116.7] 11.5 Frnined sand, some pockels of well sorted medium grained sand,
bede 3. 38 can silt content.
6604 10—+ ]-7 i g , ; .
P T 13 @10": Silty SAND, medium dense, brownish grey, moist, fine lo CN
L TR A R4 21 111081 11.0 medium grained sand, silt content varies throughout sample.
SR %
655{ 15—l . 3 . ] . :
» 22 @]13": Top: SAND, medium dense, dry, finc to medium grained, well
= S1 14 Sp cemented.
16 g Bottom: Silty SAND, medium dense, light brown, moist, fine to
] . M medium grained sand, sub-horizontal undulatory beds, oxidized,
very thin bedding.
650+ - : o :
17 @20": SAND with silt, medium dense, grey brown, moist, fine grained
RS 24 (1151 120 8P sand, fine sub-rounded sandstone gravel.
32
6454 N . - .
7 @?25" SAND with silt, medium dense, brown, moist, fine grained sand,
S2 11 SP oxidized thin gravel bed, fine angular gravel.
1 19
6404 30—l

SAMPLE TYPES:

S SPLIT SPOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS

R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR SU SULFATE CONTENT
T TUBE SAMPLE MD MAXIMUM DENSITY RV R-VALUE

TYPE OF TESTS:

-200 PERCENT PASSING




GEOTECHNICAL BORING LOG HS-2

Date 4-1-08 Sheet 2 of 3
Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Redman Drilling Type of Rig CME-75
Hole Diameter 8" Drive Weight 140 Ibs (Auto Hammer) Drop 30"
Elevation Top of Hole 670 Location See Plate 1, Geotechnical Map
: > ] . fﬂ
S | | @ i 2 lox |8 | 5|65 DESCRIPTION o
s%| %% | Em | B @ 20 | Ew | 2E | 8G -
Sg| 2w | 20 ] - ov | 28 wo | O~ G
>P | of w_y = a (2. laa| =< | =n o
Q2 (m] e s E ma | o oc | =1 . &
i (0] b 8 o E = 8 32 Logged By Clivesy 2
Sampled By =
. 13 @30": SAND with silt, dense, grey and brown, moist, fine grained
R6 2}3 1129] 139 [ SP sand, oxidized.
635{ 35—y . i . . .
N I 5 @35" Silty SAND, medium dense, brown, very moist, fine grained
= i S3 9 SM sand.
L 9
6304 40—+ |- }e e . . .
S CF3 I 9 {@40': Silty SAND, medium dense, brown, moist, fine grained sand,
B TN O R7 9 115.0| 9.9 tean silt content.
.‘ .- --. '.l. 9
625{ 45—{v [ <]+ : . e . . ;
bede T 2 (@45": Silty SAND, medium dense, light brown, moist, loose to fine
L b 84 5 grained sand, lean silt content.
erds z
620{ 50— .17 . . o
1% 10 (@50": Silty SAND, medium dense, dark brown, moist, fine grained
—{d R8 1152|146 sand.
.- 1 ) 8
615 ss—4- 1.1 I . o
A 8 @55". Silty SAND, medium dense, brown, moist, fine grained sand.
I e S I S5 10
o B 16
6104 60—t
SAMPLE TYPES: TYPE OF TESTS: -200 PERCENT PASSING
5 SPLIT SPOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR 8U SULFATE CONTENT
T TUBE SAMPLE MD MAXIMUM DENSITY RV R-VALUE




GEOTECHNICAL BORING LOG HS-2

Date 4-1-08 Sheet 3 of 3
Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Redman Dirilling Type of Rig CME-75
Hole Diameter 8" Drive Weight 140 Ibs (Auto Hammer) Drop 30"
Elevation Top of Hole 670’ Location See Plate 1, Geotechnical Map
5 P o . ﬂ
sl_ e ls | £ ],218 iz DESCRIPTION g
4| 58| Eo| © o |28 |c«w|3E| =5 =
g | 20 | 20 3 - ow | P9 | ma | O= 5
>n | @ @ = o = |O]| == | Zpn o
2 o 6 4‘: E mao - oc i C 3 Q
i b 3 o z = 8 ‘?,..:._ Logged By Livesy 2
" Sampled By =
6104 60— ; : . . :
. 18 75| 109 (@60": Top: Silty SAND with clay, dense, dark brown, moist, fine to
I RO 27 | H75( 10 SM medium grained sand, slightly micaceous. Bottom: SAND, dense,
RFo b 35 light grey brown, moist, fine to coarse grained sand, some silt.
7] ] 5P
6054 65—frr—r— . . . . .
P s P 9 @65": Silty SAND with clay, dense, dark brown, moist, fine grained
= 1 ey 56 14 SM sand.
A A O 21
600 70—« |-+ b= i : ;
I S 19 @70"; Silty SAND, dense, brown, moist, fine to coarse grained sand,
b 21,2 RI0 %g 1104 | 167 | SM micaceous.
I 1T [ T 1 | Bedrock: Capistrano formation: Oso member (Teo): |
- | ] @73 SANDSTONE, white grey to light orange tan, moist, thickly
bedded, fine to medium grained sand, sub-rounded grains,
5954 75— 12 micaceous.
/ S7 QD,“!"
N ] Total depth of baring: 75.8 feet.
1 L No groundwater was encountered during drilling.
Boring was backfilled with soil cuttings and tamped.
5904 80— I
5851 85— ]
580- 90
SAMPLE TYPES: TYPE OF TESTS: -200 PERCENT PASSING <
S SPLIT SPOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS _‘
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR SU SULFATE CONTENT W
T TUBE SAMPLE MD  MAXIMUM DENSITY RV R-VALUE




GEOTECHNICAL BORING LOG HS-3

Date 4-1-08 Sheet 1 of 2
Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Redman Drilling Type of Rig CME-75
Hole Diameter g" Drive Weight 140 |bs {Auto Hammer) Drop 30"
Elevation Top of Hole 671 Location See Plate 1, Geotechnical Map
5 > o . -tm-
sl le g | £].sl% ||z DESCRIPTION 7
=g | 25| €S| T @ |30 | Ew|2E|S8; -
g | Qo Q.0 3 - ow QO 0o | O Y
o | en ©_] s =3 2L |aoa| == | Zn ]
KTl =t = £ E |mo | 5 | 85|35 - 2
i 1Y) b © o | 2 S0 | 02D |Logged By Clivesy 2
(73] o O | n— >
Sampled By =
9 Artificial fill (Afcl): _ ] .
J @0" Silty Clayey SAND, mottled brown grey with orange brown,
619 SC/SM moist, fine to medium grained sand; 31 percent fines. MD, SA
Bag-1 11 (@?2" Same as above, medium dense.
RI1 23 1146 11.9
29
° _ ] 12 (@5" Silty SAND, medium dense, grey, moist, fine to medium grained
665 A AN R2 22 (1193 119 | SM sand.
e ']t 27
' 1 15 @7 SAND with silt, medium dense, grey, moist, fine grained sand.
N A R3 18 [110.8( 98 SP
Frall 21
N & ] S @10 Silty SAND, medium dense, grey brown, moist, fine grained
10 —hm—lel M sand, some medium grained sand, gravel size clasts of grey and tan
g I P 17 " silty sand.
6604 R R4 74 | 1195 111
P 28 SM Quaternary alluvium (Qal): )
B I I L @TT" Silty SAND, medium dense, moist, fingered bedding.
15— b 10 o o , :
frdee]™ RS I 12 11621 129 @]15" Silty SAND, medium dense, light grey grades to tan brown,
655- O i) . ’ moist, fine grained sand, trace of clay.
ZD_—.' 11 7 @20": Silty SAND, medium dense, light grey to tan brown, moeist, fine
650 A S1 7 to medium grained sand, silt content increases with depth.
i E N o
25—'.:. ] 23 @25": Silty SAND, very dense, grey brown, moist, {ine grained sand,
645- I D N A RO 36 | 1167 135 oxidized, lean silt content.
Fo 50/4"
30—
SAMPLE TYPES: TYPE OF TESTS: -200 PERCENT PASSING
S SPLIT SPOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR SU SULFATE CONTENT
T TUBE SAMPLE MD MAXIMUM DENSITY RV R-VALUE




GEOTECHNICAL BORING LOG HS-3

Date 4-1-08 Sheet 2 of 2
Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Redman Drilling Type of Rig CME-75
Hole Diameter 8" Drive Weight 140 Ibs (Auto Hammer) Drop 30"
Elevation Top of Hole 671 Location See Plate 1, Geotechnical Map
. > =] . .ﬂ
5 |- | e ® 2 l.zl% |5 %5 DESCRIPTION B
S| =8| €o| T o |20 | S| 3E| 85 =
(1] @ Q-m Q.0 = — o QO 0o (& et Y
| Dy m_] = =3 = |0 | == | Zwn =}
@ o e = E ma s oc | =Y . Q
i o b @ o |2 |=0/| 062 |LoggedBy CLivesy a
(7] o 0| n— >
. Sampled By =
3 o 6 @30" Silty SAND, medium dense, dark brown, moist, fine grained
640/ e S7 8 sand.
R N H 8
35—:._- . o 13 @35" Silgl SAND, medium dense, brown, moist, fine to medium CN
635 [ DO Y I R7 13 | t17.8] 12,6 grained sand, tracks of grey silty sand, trace amount of clay.
'- [l -O‘ '.l ]7
4 -.': S 6 @40": Silty SAND, medium dense, brown, moist, fine grained sand,
630- L A S3 g some medium grained sand, silt content increases with depth.
= “ : " i V' 9
45—t e — — — — o g e o e S e e e e e Rl S e L L ey
N4 rs W 5o/ 955 | 129 Bedrock: Capistrano formation: Oso member (Tco):
6254 | L @45 SANDSTONE, Tight grey white, moist, fine to medium grained
sand, oxidized, thinly bedded brown fine grained silty sandstone,
= ] near horizontal bedding, friable.
N ] (@30" Silty SANDSTONE, light grey white, moist, fine grained sand,
56— oxidized, friable, thinly bedded with grey claystone, undulatory
S4 R 27 bedding.
620- _K 50/5"
7] i Total depth of boring: 50.9 feet.
- | No groundwater was encountered during drilling.
Boring was backfilled with soil cuttings and tamped.
55— H
6151 — =
60
SAMPLE TYPES: TYPE OF TESTS: -200 PERCENT PASSING 4
§ SPLIT SPOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS ’
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR SU SULFATE CONTENT %

T TUBE SAMPLE MD  MAXIMUM DENSITY RV R-VALUE




GEOTECHNICAL BORING LOG HS-4

Date 4-1-08 Sheet 1 of 3

Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Redman Drilling Type of Rig CME-75
Hole Diameter 8" Drive Weight 140 Ibs (Auto Hammer) Drop 30"

Elevation Top of Hole 662’ Location See Plate 1, Geotechnical Map
> > =] . ﬂ
5 |=_| € 8 2 |ou |5 | 25| 09 DESCRIPTION o
¥ | g8 | 52| S o |20 | 55| 28|S0 n
T (=57} oo = =] oW DO no | O= Y=
>0 | e | w3 = g (H. [oa| == | Zu o
K| o 5] = E |mo | 5, oc | =21 ) o
i < 8 a = = 8 o2 Logged By ClLivesy a
g Sampled By -
A o7 Acrtificial fill EAfcI]:
B L @0 Sandy to Silty SAND, white to tan brown, dry, abundant
A A vegetation, some gravel and cabbles. RV
660 N N Bag-1 ML/SM
<ol el : 11 @2": SAND to Silty SAND, medium densc, tan brown, moist, fine
i e R1 19 [ 1167 11.7 |SP-SM grained sand, micaceous, lenses of white sand.
SR Oy 27
> e 18 @35" Silty SAND, dense, pale yellow white, moist, fine to medium CN
_%//(1 R2 24 [112.5| 86 | SM grained sand, dark brown, moist, dense, vegetation debris.
LA 36
6551 2 ‘é
'l’ ) 18 0 @T": Top: Silty SAND, medium dense, brown, moist, fine to medium
_7 P rR3 21 1206 | 11.6 SM grained sand, micaceous.
// ‘ 26 sC Bottom: Clayey SAND, medium dense, dark brown, moist.
6 @10'; Silty SAND, medium dense, olive, moist, fine grained sand, DS
B e R4 10 (1124 120 | sM micaceous, vegetation debris.
YA M 12
650- == b 8
20 @15" Silty SAND, dense, mattled grey to orange, moist,thinly bedded, -200
R5 24 | 11571 13.1 SM micaceous, some concretionary lenses, 26 percent fines.
33
6451 =
Y @20": Silty Clayey SAND, medium dense, dark brown, moist, fine to
SI 13 SM medium grained.
v 17
640 =
20 @25" Silty SAND, very dense, mottled orange and white, moist,
R6 34 11169] 134 | SM micaceous, some clay.
50/4"
0635 H
30—
SAMPLE TYPES: TYPE OF TESTS: -200 PERCENT PASSING
S SPLIT SPOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR SU SULFATE CONTENT
T TUBE SAMPLE MD MAXIMUM DENSITY RV R-VALUE




GEOTECHNICAL BORING LOG HS-4

Date 4-1-08 Sheet 2 of 3
Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Redman Drilling Type of Rig CME-75
Hole Diameter g" Drive Weight 140 Ibs (Auto Hammer) Drop 30"
Elevation Top of Hole 662' Location See Plate 1, Geotechnical Map
. P S 8
sl_le |28 |2 |.sls |z DESCRIPTION 7
5|55 | So | T o [£3| 55| 2E| S0 =
Ug| Lo | 20 3 = ow | 99 | ha [ O 6
=3t Dy wm_j = =3 —_— oo | =2 | Zwn
L a 5 = E |mo | I ot | =X . o
] o < 3 o z = 8 32 Logged By Clivesy 2
" Sampled By ' -
At [ 15 30" Top: Silty SAND, dense, mottled grey white and orange.
=TT g2 17 SM ottom: Sandy SILT, hard, fine grained sand, micaceous.
el .'. 19 ML
6301  —-[.r.- -
S N BN 12 @35" SAND to Silty SAND, dense, grci,' mottled with orange, moist,
A L K R7 26 {119.0] 12.5 |SP-SM fine grained sand, with dark brown clay in matrix.
2 O 36
625- = b L
40 /.'!,/" .j Moo13 940': Top: Clayey SAND, dense, dark brown, moist. )
B el A 53 15 SC ottom: Silty SAND, dense, white to grey, fine to medium grained
AN P 21 sand, concretionary gravel clasts,
620+ ":'. “'... '-.'- ] SM
4 A i 14 @45'; Silty SAND, medium dense, brown, maist, fine grained sand, CN
A P O R8 16 |[109.8] 9.0 micaceous.
RS 22
615- g 1 Py B
S0 ol .:’ i 8 @50": Sandy SILT, stiff, light brown, moist, fine grained sand,
I ) i B S4 8 ML micaceous.
[ AR
6104 [T -
T, N 12 @55" Silty SAND, medium dense, brown, moist, fine grained sand,
. R9 14 | 1144 11.9 | SM trace of clay and coarse grained sand, micaceous,
605{ =} -
60
SAMPLE TYPES: TYPE OF TESTS: -200 PERCENT PASSING "
S SPLIT SPOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS '
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR SU SULFATE CONTENT %
T TUBE SAMPLE MD MAXIMUM DENSITY RV R-VALUE




GEOTECHNICAL BORING LOG HS-4

Date 4-1-08 Sheet 3 of 3
Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Redman Drilling Type of Rig CME-75
Hole Diameter 8" Drive Weight 140 Ibs (Auto Hammer) Drop 30"
Elevation Top of Hole 662' Location See Plate 1, Geotechnical Map
o > o - ﬂ
sl_le | 3g |2 |.el8 |&iz DESCRIPTION 3
S| S8 | S| © o |28 |cw|2E| S5 =
[ D"Ql o = — o QO na (& Y
> oy | ©3 = a |B. ool =se| Zn o
Lo 5 £ £ |mo |5 |SE|=Z . 9
T 0} < 3 o E = 8 82 Logged By ClLivesy g
Sampled By =
8 @60'"; Top: Sandy SILT, stiff, dark brown, moist, fine grained sand,
S5 10 ML MICACEOUS, o
'y 10 Bottom: Clayey SAND, medium dense, dark brown, moist, fine grained
sand, some silt, micaceous.
sC
10 @65": Silty SAND, medium dense, brown, moist, fine grained sand,
RI10O 14 |1159] 13.5 | SM trace amount of coarse grained sand with iron oxide staining,
19 @66.5": grades abruptly to Clayey SAND, medium dense, dark brown
| sC to orange brown, moist, fine grained sand, well healed soil fractures
with iron oxide, micaceous.
7 @70';: Clayey SAND, medium dense, olive brown to light red brown,
56 12 sSC moist, fine to medium grained sand, lightly oxidized on poorly
v 14 developed soil fractures, moderate manganese, trace of coarse
|| grained sand.
'T{IT‘.’J‘U?G" T T =T~ = T Bedrock: Canistrang formation: Oso member (Teoy: |
— H @/5.2: 5A ONE, Tight ye rown, moist, fine grained sand,
_ sharp contact with soil, oxidized, micaceous, pooylfl cemented,
585+ = - friable, slightly fractured, fractures well healed with iron oxide.
80—
Ri2 ST @80 Silty SANDSTONE, yellow brown, dry, fine grained sand,
— | micaceous, poorly cemented, friable. [
580+ - =
N i Total depth of boring: 80.4 feet.
= L No groundwater was encountered during drilling,
Boring was backfilled with soil cuttings and tamped.
85— =
575 ] —
90
SAMPLE TYPES: TYPE OF TESTS: -200 PERCENT PASSING
S SPLIT SPOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR SU SULFATE CONTENT

T TUBE SAMPLE MD  MAXIMUM DENSITY RV R-VALUE




GEOTECHNICAL BORING LOG HS-5

Date 4-1-08 Sheet 1 of 1
Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Redman Drilling Type of Rig CME-75
Hole Diameter 8" Drive Weight 140 Ibs (Auto Hammer) Drop 30"
Elevation Top of Hole 665’ Location See Plate 1, Geotechnical Map
4 ) o . ﬂ
sl e | 2 |2 1,513 |2z DESCRIPTION g
g e8| So| T @ |20 | 8% | 2E |8 =
88188 af| 3 | 3 |52|8% (55| 5
ELL o o = E o - ot | = . [+)]
o O] b @ o | 2 =So | 92 |Logged By Clivesy o
w0 =) Q| n— >
g Sampled By =
6651 7T Artificial il (Afel): _ _
. | ML @0" Sandy , light grey tan, dry, fine to medium grained sand,
. some sandstone cobbles.
24 @2'"; Silty SAND to Sandy SILT, dense, light tan, maist, gravel to
R1 23 11183 | 14.0 SM-ML cobble sized sandstone concretions.
47
660 , . .
14 @5" Top: Clayey SAND, dense, dark brown, moist, fine to medium
2 2g | 1153 111 SC grained sand. )
30 SM Bottom: Silty SAND, dense, tan, moist, fine to medium grained sand.
16 @7" Silty SAND, medium dense, olive, moist, trace of gravel, with CN
R3 18 |121.5]| 11.0 | SM interbedded dark brown Sandy Clay to Clayey Sand, dense, moist.
22
655- . : :
11 @10": Clayey SAND, medium dense, dark brown, moist, fine to
R4 18 | 1175 12.6 | SC medium grained sand, clay content decreases with depth, becomes
22 thinly bedded.
6504 v o ; : ; . .
6 ®@15" Silty SAND, medium dense, olive, moist, fine grained sand with
Si 8 SM medium grained sand present, some sub-rounded gravel, trace clay.
9
b7 20 . KQ _____ T T T Bedrock: Capistrano Formation: Oso member (Tco):
] RS 50/6" @20 SAN]S% TONE, Tight grey white to orange tan, thinly bedded,
iron oxide banding, poorly cemented.
640 25— . o ; ; .
25 @25 SANDSTONE, light grey white to orange tan, fine grained,
) S2 28 poorly cemented.
& 'DIIEII
N i Total depth of boring: 26.4 feet.
=] o No groundwater was encountered during drilling.
Boring was backfilled with soil cuttings and tamped.
635- 30
SAMPLE TYPES: TYPE OF TESTS: -200 PERCENT PASSING
S SPLIT SPOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR 5U SULFATE CONTENT
T TUBE SAMPLE MD  MAXIMUM DENSITY RV R-VALUE




GEOTECHNICAL BORING LOG HS-6

Date 4-1-08 Sheet 1 of 1
Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Redman Drilling Type of Rig CME-75
Hole Diameter 8" Drive Weight 140 Ibs (Auto Hammer) Drop 30"
Elevation Top of Hole 651 Location See Plate 1, Geotechnical Map
S =) a . -ﬂ
sl_le | g |28 |2z DESCRIPTION g
Se|lug | €o o o 20 | Ew | BE | 83 =
g | 2g | 20 = 5 |o%v | 28l ne (O k]
g | Aw | S | E £ |mb | 27| 2E|=2 &
w Q brd © o | 2 |=o0o| o2 |LoggedBy J Roe a
0 o 0| 0= >
. Sampled By =
L P L Artificial Fill SArcla):
6504 b el L M | @U:Silty to Sandy SILT, light brown, dry, loose, fine grained
MO || 5 sand.
: 12 @2": SAND, medium dense, olive brown to orange brown, moist, fine
o RI 16 sp grained sand, micaceous, oxidized along bedding surfaces, poorly
24 cemented, friable.
o, NS 12 @5"; Silty SAND, medium dense, olive brown, moist, fine grained
645 L L R2 15 SM sand, micaceous, friable, oxidized.
3 A 20
N X -l 9 @7 Silty SAND, medium dense, olive brown to orange brown, slightly
B Y R3 12 moist, fine lgrailled sand, friable, fine gravel sized subrounded
S O 16 pockets of fine grained sand, light grey.
1()--*.-. 1 '.' 13 @10": Silty SAND, medium dense, olive brown to orange brown,
640 Y R4 18 slightly moist, fine grained sand, friable, fine gravel sized
Yoy, (048 21 subrounded pockets of fine grained sandstone, light grey.
15— 712 = . : : ; .
Foae Fee 9 @15": Silty SAND, medium dense, fine grained, micaceous, friable.
635 = 51 10
IR N 12
1 _-- ] @17": Concretions.
W— e . .
RS 27 Bedrock: Capistrano Formation: Oso Member (Tco
630 N 2 an/a" 2" =, olive brown to olive grey, moist, fine grained
sand, micaceous, trace amount of sandstone gravel, well oxidized,
_ | poorly cemented, friable.
N i Total depth of boring: 21 feet.
- o No groundwater was encountered during drilling.
Boring was backfilled with soil cuttings and tamped.
25— H
625{ - -
30

SAMPLE TYPES: TYPE OF TESTS: .200 PERCENT PASSING *
S SPLIT SPOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS ’
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE o

B BULK SAMPLE DS DIRECT SHEAR SU SULFATE CONTENT E‘a

T TUBE SAMPLE MD MAXIMUM DENSITY RV R-VALUE w




GEOTECHNICAL BORING LOG HS-7

Date 4-2-08 Sheet 1 of 1
Project Residential Development at IRWD Site Project No. 011797-002
Drilling Co. Redman Drilling Type of Rig CME-75
Hole Diameter 8" Drive Weight 140 Ibs (Auto Hammer) Drop 30"
Elevation Top of Hole 651" Location See Plate 1, Geotechnical Map
3 ) o . &8
5. || 8 8 2 loxl|5 |25 4G DESCRIPTION %
5| €8 | Eo | T o |28 |« | 2E | 8G =
Se| 20| 20 3 = ov | 29 hao | O ‘s
>0 o | &5 = 2 |2, |aa| =< | Zn -
i o G E E mo | o oc | = Q
i 0] b © ol 2 =0 | 0D |Logged By J Roe a
75} (=) 0|0 >
J Sampled By =
0
I S [] Artificial Fill (Afcla):
650- U L i g 151 r{ , dry, fine to medium grained sand, fine to coarse
A L ] M gravel, sparse vegetation.
B e S I @0.5" Siltfy SAND, medium dense, dark blackish grey to olive brown,
= 17 moist, fine grained sand, oxidized, some charcoal fragments,
. S RI 21 micaceous, friable.
L O 28
sl
™ 18 @5": SAND, medium dense, olive brown, moist, fine grained sand,
645 el R2 24 Sp micaceous, oxidized, friable.
foatn 47
7] i Total depth of boring: 6.5 feet.
- L No groundwater was encountered during drilling.
Boring was backfilled with soil cuttings and tamped.
10— -
640 - -
15— H
635- — H
20— -
630 — H
25— -
625+ = M
30
SAMPLE TYPES: TYPE OF TESTS: -200 PERCENT PASSING -.r
S SPLIT SPOON G GRAB SAMPLE AL ATTERBERG LIMITS SA SIEVE ANALYSIS
R RING SAMPLE C CORE SAMPLE CN CONSOLIDATION CR CORROSION SUITE
B BULK SAMPLE DS DIRECT SHEAR 5U SULFATE CONTENT h

T TUBE SAMPLE MD MAXIMUM DENSITY RV R-VALUE




| ‘Appendix B
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APPENDIX C

Laboratory Test Procedures and Test Results

Moisture and Density Determination Tests: Moisture content and dry density determinations were

performed, in general accordance with ASTM test method D2937, on relatively undisturbed
samples obtained from the test borings. The results of these tests are presented in the boring logs
(see Appendix A).

Particle Size Gradation Tests: Selected samples were subjected to mechanical grain-size analysis
by sieving from U.S. Standard brass screens (ASTM Test Method D422). The data was evaluated
in determining the classification of the materials. Unified Soil Classification (USCS) of the tested

samples based on the grain-size analysis are noted on the Particle-Size Distribution curves that are
enclosed in this appendix.

Percent Fines (< No. 200): Selected soil samples were wash sieved through a No. 200 U.S.
Standard brass sieve in accordance with ASTM Test Method D1140 to determine the percent fines
(silts and clays). This data was used to refine the Unified Soil Classification for tested soil samples.

Test results are presented in this appendix.

Expansion Index Tests: Expansion Index (EI) test was performed on a representative bulk sample
of the onsite soil, in general accordance with the ASTM D4829 Standard Test Method. Test results
are presented in this appendix.

Maximum Density Tests: The maximum dry density and optimum moisture content of
representative bulk soil samples were determined in accordance with ASTM Test Method D1557.

Test results are presented on the Modified Proctor Compaction Test figures in this appendix.

Direct Shear Tests: Direct shear tests were performed on selected relatively undisturbed samples,
which were soaked for a minimum of 24 hours under a surcharge equal to the applied normal force

during testing. Samples and specimens were then transferred to the shear box, reloaded, and pore
pressures set up in the sample (due to transfer) were allowed to dissipate for a period of
approximately one-hour. Following pore pressure dissipation, samples were subjected to shearing
forces. The samples were tested under various normal loads by a motor-driven, strain-controlled,
direct-shear testing apparatus at a strain rate of 0.05 inches per minute. Test results are presented
on the Direct Shear Test Results figures in this appendix.

Consolidation Tests: Consolidation tests were performed on selected, relatively undisturbed ring

samples. These samples were placed in a consolidometer and loads were applied in geometric
progression. The percent consolidation for each load cycle was recorded as the ratio of the amount
of vertical compression to the original 1-inch height. Consolidation results (curves) are presented
on the One-Dimensional Consolidation figures in this appendix.
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R-Value: The resistance R-value of a representative bulk sample was determined by the California
Standard Test Method No. 301 for subgrade soils. Three specimens were prepared from one bulk
sample and exudation pressure and R-value determined on each one. The graphically determined
R-value at exudation pressure of 300 psi is presented in this appendix.

Chloride Content. Sulfate Content, Minimum Resistivity and pH Tests: Chloride content, sulfate
content, minimum resistivity and pH tests were performed in general accordance with California
Test Methods 422, 417, and 532. These results are presented in this appendix.

C-2
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No Time Readings

(ASTM D 2435)
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E 0.3420 {- . 0.5360 [} - —- 2 =
K=] i |
7] b ! |
D i | i |
0.3400 1‘ = T 0.4380 —- - ——
\ . ,
0.3380 ;‘ ‘ | | 0.3380
0.1 1.0 0.0 10.0
Log of Time (min.) Square Root of Time (min.”z)
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3.50 . i ‘
0.10 1.00 10.00 100.00
Pressure, p (ksf)
. Moisture ; : ; Degree of
Boring Sample Depth Content (%) Dry Density (pcf) Void Ratio Saturation (%)
No. No. (ft.)
Initial | Final Initial Final Initial Final Initial | Final
HS-1 R-1 2.0 13.1|16.5(113.5|113.9|0.485|0.453| 73 93
Soil Identification: Light grey sand with silt (5P)s
i Project No.: 011797-002
' ONE-DIMENSIONAL CONSOLIDATION
Leighton PROPERTIES of SOILS IRWD Site
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No Time Readings

Deformation Dial Reading (in.)
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O E h [ ! |
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i
3.00 - !
3.50 | i | | | : H E 1 i ‘\ 1
0.10 1.00 10.00 100.00
Pressure, p (ksf)
: Moisture Degree of
Borin ample Depth i i i g
q Samp ) Content (%) Dry Density (pcf) Void Ratio Saturation (%)
No. No. (ft.)
Initial | Final Initial Final Initial Final Initial | _Final
HS-2 R-4 10.0 11.0| 15.8|110.8|112.3| 0.522 | 0.488 | 57 85

Soil Identification: Brawnish grey silty sand (SM)

- Project No.: 011797-002
~' ONE-DIMENSIONAL CONSOLIDATION
@‘ Leighton PROPERTIES of SOILS IRWD Site
(ASTM D 2435)
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No Time Readings

(ASTM D 2435)

0.3520 1.0380
0.3500 = | 09380
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Pressure, p (ksf)
: Moisture ; ; ; Degree of
B
oring Sample Depth Content (%) Dry Density (pcf) Void Ratio Saturation (%)
No. No. (ft.)
Initial | Final Initial Final Initial Final Initial | Final
HS-3 R-7 35.0 12.6(11.2|117.8| 118.4|0.431/ 0.419,| 79 72
Soil Identification: Brown silty sand (SM)
i Project No.: 011797-002
i ONE-DIMENSIONAL CONSOLIDATION
Leighton PROPERTIES of SOILS IRWD Site
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No Time Readings

0.3520 1.0380
0.3500 §- R » | 09380
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S : i | i
© : ! b REE
(] 2.50 - i | | ; \ !
3.00 | il
3.50 1
4.00 : -
0.10 1.00 10.00 100.00
Pressure, p (ksf)
: Moisture . . . Degree of
Boring Sample Depth Content (%) Dry Density (pcf) Void Ratio Saturation (%)
No. No. (ft.) : _ :
Initial | Final Initial Final Initial Final Initial | Final
HS-4 R-2 5.0 8.6 |16.5/112.5,112.4| 0.498 | 0.464 | 47 89
Soil Identification: Pale yellow white silty sand (SM)
. Project No.: 011797-002
y ) ONE-DIMENSIONAL CONSOLIDATION
Lelghton PROPERTIES of SOILS IRWD Site

(ASTM D 2435)
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Deformation Dial Reading (in.)

No Time Readings

0 3520 . 1.0380
0.3500 4.9380
0.3480 G e & 0.8380
0.3480 - — - e - : T 07380
0.3440 % ! 06380
03420 4 - - e SR B S bl dol 05380
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| ——— :
—_— | i
| |
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= L R Lo }
= | || L
[ | | | | o
| |
£ 150 ! 1 ; | ! |
O | | | | AN | i
© | bolE | w
| | | | | | | [
0 ; | ! ‘

2.00 - w .\

2.50 - : gl Ll

3.00 ;
0.10 1.00 10.00 100.00
Pressure, p (ksf)
Bori = | Depth Moisture ; ; ; Degree of
ing ample ep Content (%) Dry Density (pcf} Void Ratio Saturation (%)
No. No. (ft.) ‘
Initial | Final Initial Final Initial Final Initial | Final
HS-4 R-8 45.0 9.0 (16.0|109.8|111.7 0.535|0.506| 45 85

Soil Identification: Brown silty sand (SM)

< Project No.: 011797-002
o ONE-DIMENSIONAL CONSOLIDATION
@’ Leighton PROPERTIES of SOILS IRWD Site
(ASTM D 2435)
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No Time Readings

(ASTM D 2435)

0.3520 1.0380
©.3500 0.9380
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3.00 : ]
0.10 1.00 10.00 100.00
Pressure, p (ksf)
Boring sample Depth MOIStUIE | bry Density (peh)|  Void Ratio | g ooores ot
Content (%) ¥ Saturation (%)
No. No. (ft.)
Initial | Final Initial Final Initial Final Initial | Final
HS-5 R-3 7.0 11.0|13.9|121.5|121.4|0.387(0.368 | 77 97
Soil Identification: Olive silty sand (SM)
- Project No.: 011797-002
. ONE-DIMENSIONAL CONSOLIDATION
Leighton PROPERTIES of SOILS IRWD jSite

04-08




3.50
3.00
T
= 250 %
w -
i ]
= 2.00 4
s ]
2 1.50 3
i .
® ]
1.00 4
0.50
0.00
4.00 5 ;
3.50 . -
3.00 1- -
17 .
< 2.50 ] -
o 1
2 200 e T — —
@ Peak Strength: ¢ = 39°, ¢ = 350 psf
3 1.50 3 {Ultimate Strength: ¢ = 34°, ¢ = 20 psf
77 ‘ 1 .
oo - |
J i i
j |
| | I
T : T T T T : T T T T i T T T T T T L) L] L) ; 1 L] T T ! T T T T
2.00 3.00 4.00 5.00 6.00 7.00 8.00
Normal Stress (ksf)
Boring No. BA-1 Normal Stress (kip/ft2) 0.500 1.500 4.000
Sample No.| R-5 Peak Shear Stress (kip/ft?) @ 0.714 W 1.748 A 3.653
Depth (ft) 25 Shear Stress @ End of Test (ksf) | O 0.371 1 1.037 A 2.735
Sample Type: Deformation Rate (in./min.) 0.0500 0.0500 0.0500
Drive Initial Sample Height (in.) 1,000 1.000 1.000
Diameter (in.) 2.415 2.415 2.415
Soil Identification: Initial Moisture Content (%) 5.30 5.30 5.30
Light grey sandstone Dry Density (pcf) 115.6 114.9 120.1
Saturation (%) 31.3 30.6 35.5
Soil Height Before Shearing (in.) 0.9975 0.9935 0.9815
Final Moisture Content (%) 15.3 15.8 14.3
’ Project No.: 011797.002
. DIRECT SHEAR TEST RESULTS .
% Le]ghton Consolidated Undrained Risne
04-08
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4.50

4.00
3.50
G 3.00
g 2.50
B 200
m
= 1550
1.00
0.50
0.00
4.50 5 1
4.00 1 7 S S
BB — -
Z 3.00 -
? 2.50 - — E
D 2,00 3 ZSe SR— . e s
§ 1 50 ] |Peak Strength: ¢ = 43°, ¢ = 200 psf -
- Ultimate Strength: ¢ = 29°, ¢ = 100 psf
100 .E I S R E_..__ AT
0.50 - S | ‘ - *! ! : :
0.00 B e A
0.00 1.00 2.00 3.00 4.00 5.00 6.00 7.00 8.00 9.00
Normal Stress (ksf)
Boring No. | BA-3 Normal Stress (kip/ft2) 0.500 1.500 4.000
Sample No.| R-7 Peak Shear Stress (kip/ft2) @ 0.710 H 1.589 A 4.005
Depth (ft) 35 Shear Stress @ End of Test (ksf) | O 0.462 O 0.864 A 2,384
Sample Type: Deformation Rate (in./min.) 0.0500 0.0500 0.0500
Drive Initial Sample Height (in.) 1.000 1.000 1.000
Diameter (in.) 2.415 2.415 2.415
Soil Identification: Initial Moisture Content (%) 8.49 8.49 B.49
Pale olive sandstone Dry Density (pcf) 110.1 115.4 115.2
Saturation (%) 43.2 49.8 49.5
Soil Height Before Shearing (in.) 0.9960 0.9940 0.9858
Final Moisture Content (%) 16.6 16.6 18.8
< Project No.: 011797.002
. DIRECT SHEAR TEST RESULTS .
Lelghton Consolidated Undrained HhROID e
04-08

DS BA-3 R-7




Consolidated Undrained
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@ 2.00 - D ——
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© ] |
Q |
- ] i
® 1.00 ] : —
. |
0.50 {fgoo2"=" B i o =~ v T A T
D.DO 3 T ¥ T T L T T T T T T T T T L) T T L] L) T T T L] T T T
0 0.1 0.2 0.3
Horizontal Deformation (in.)
3.50 -
300 E e SEe -~ SR / S = g R
: A
— 2507 S -
2 : A
1 e
2 2.00 ] ! e - .
® : | / 7
& ] , -
& 1.50 ; | 7 " “|Peak Strength: ¢ =36 °, ¢ = 300 psf
b . | |utimate Strength: ¢ = 33°, ¢ = 0 psf
U’J1_00: | ———
: | |
0.50:—--;---{ —rr !
o i 4 ! j | ! !
O-OO-‘""!""l"'!lll illlillil'ljllillilll%|'1|! lllllll !lliilillillilli
0.00 0.50 1.00 1.50 2.00 2.50 3.00 3.50 4.00 4.50 5.00 5.50 6.00 6.50 7.00
Normal Stress (ksf)
Boring No. | HS-4 Normal Stress (kip/ft2) 0.500 1.500 4.000
Sample No.| R-4 Peak Shear Stress (kip/ft2) @ 0.597 M| 1.503 A 3.188
Depth (ft) 10 Shear Stress @ End of Test (ksf) |© 0.355 0 0.997 A 2,697
Sample Type: Deformation Rate (in./min.) 0.0500 0.0500 0.0500
Drive Initial Sample Height (in.) 1.000 1.000 1.000
Diameter (in.) 2.415 2.415 2.415
Soil Identification: Initial Moisture Content (%) 11.95 11.95 11.95
Olive silty sand (SM) Dry Density (pcf) 111.0 112.4 113.7
Saturation (%) 62.2 64.7 67.0
Soil Height Before Shearing (in.) 0.9951 0.9912 0.9876
Final Moisture Content (%) 17.9 17.1 15.5
’ Project No.: 011797.002
% Leighton| DIRECT SHEAR TEST RESULTS RWD Site
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0.00 0.50 1.00 1.50 2.00 2.50 3.00 3.50 4.00 450 5.00 5.50 6.00 6.50 7.00
Normal Stress (ksf)
Boring No, HS-6 Normal Stress (kip/ft2) 0.500 1.500 | 4.000
Sample No.| R-3 Peak Shear Stress (kip/fi2) ® 0.610 | 1.207 A 3.185
Depth (ft) 7 Shear Stress @ End of Test (ksf) | O 0.396 0 0.993 A 2,573
Sample Type: Deformation Rate (in./min.) 0.0500 0.0500 0.0500
Drive Initial Sample Height (in.) 1.000 1.000 1.000
Diameter (in.) 2,415 2.415 2.415
Soil Identification: Initial Moisture Content (%) 8.39 8.39 8.39
Olive brown silt sand (SM) Dry Density (pcf) 109.2 109.8 110.9
Saturation (%) 41.7 42.3 43.6
Soil Height Before Shearing (in.) 0.9972 0.9926 0.9801
Final Moisture Content (%) 17.7 16.6 16.2
. Project No.: 011797.002
: DIRECT SHEAR TEST RESULTS :
Lelghton Consolidated Undrained TRWDLSIE

04-08

DS HS-6 R-3




%’; g MODIFIED PROCTOR COMPACTION TEST

ASTM D 1557
Project Name: IRWD Site Tested By :  G. Berdy Date: 04/21/08
Project No.: 011797-002 Input By : LF Date:  05/14/08
Boring No.: BA-2 Depth (ft.) 0-5
Sample No. : BB-1

Soil Identification: Yellowish brown sandstone

Preparation Method; X | Moist X | Mechanical Ram
Dry Manual Ram
Mold Volume (ft?) Ram Weight = 10 /b.; Drop = 18 in.
TEST NO. 1 2 3 4 5 6
Wt. Compacted Soil + Mold (g) 3810.0 3891.0 3889.0
Weight of Mold (9) 1885.0 1885.0 1885.0
Net Weight of Soil (9) 1925.0 2006.0 2004.0

Wet Weight of Soil + Cont. (g) 562.10 419.90 411.60
Dry Weight of Soil + Cont. (g) | 533.90 382.40 366.70

Weight of Container (@) | 224.10 54.30 54.20
Moisture Content (%) 9.10 11.43 14.37
Wet Density (pcf) 127.4 132.8 132.7
Dry Density (pcf) 116.8 119.2 116.0

Maximum Dry Density (pcf) | 119.0 | Optimum Moisture Content (%)

PROCEDURE USED 130.0

¥ " T

' | spoR=265 | |

= : SP.GR.=270 | |

X SP.GR.=275 |

\ V1 e
5 s . 4 ‘

Procedure A
Soil Passing No. 4 (4.75 mm) Sieve
Mold : 4in. (101.6 mm) diameter
Layers: 5 (Five)
Blows per layer : 25 (twenty-five)
May be used If +#4 is 20% or less

125.0 :

[] ProcedureB

Soil Passing 3/8 in. {9.5 mm) Sieve
Mold : 4in. (101.6 mm) diameter
Layers: 5 (Five)

Blows per layer : 25 (twenty-five)
Use if +#4 is >20% and +3/8in. is
20% or less

120.0

Dry Density (pcf)

Procedure C
Soil Passing 3/4 in. (19.0 mm) Sieve
Mold : 6in. (152.4 mm) diameter
Layers: 5 (Five)
Blows per layer : 56 (fifty-six) 115.0
Use if +3/8 in. is >20% and +34 in.
is <30%

Particle-Size Distribution:

GR:5AF]

Atterberg Limits: TR

0.0 5.0 10.0 15.0
LL,PL,PI Moisture Content (%)

MX BA-2 BB-1



MODIFIED PROCTOR COMPACTION TEST

<
% Leighton
ASTM D 1557
Project Name: IRWD Site Tested By :  G. Berdy Date: 04/21/08
Project No.: 011797-002 Input By : LF Date:  05/14/08
Boring No.: HS-3 Depth (it.) 0-5
Sample No. : Bag-1
Soil Identification:  Olive silty, clayey sand {SC-SM)
Preparation Method: X | Moist X | Mechanical Ram
Dry Manual Ram
Mold Volume (ft3) 0.03330 Ram Weight = 10 /b.; Drop = 18 in.
TEST NO. 1 2 3 4 5 6

Wt. Compacted Soil + Mold (g) 3802.0 3509.0 3970.0 3908.0

Weight of Mold (q) 1885.0 1885.0 1885.0 1885.0

Net Weight of Soil (g) 1917.0 2024.0 2085.0 2023.0

Wet Weight of Soil + Cont. (g) 423.00 407.70 388.00 441.90

Dry Weight of Soil + Cont. (g) 402.90 382.80 356.80 397.20

Weight of Container (9) 38.70 54.30 54.20 53.80

Moisture Content (%) 5.52 7.58 10.31 13.02

Wet Density (pcf) 126.9 134.0 138.0 133.9

Dry Density {pch) 120.3 124.6 125.1 118.5

Maximum Dry Density (pcf) | 125.5 | Optimum Moisture Content (%)

PROCEDURE USED

Procedure A
Soll Passing No. 4 (4.75 mm) Sieve
Mold : 4in. (101.6 mm) diameter
Layers: 5 (Five)
Blows per layer : 25 (twenty-five)
May be used if +#4 is 20% or less 1254
[] PprocedureB
Soil Passing 3/8 in. (9.5 mm) Sieve
Mold : 4 in.(101.6 mm) diameter
Layers : 5 (Five)
Blows per layer 1 25 (twenty-five)
Use if +#4 is >20% and +3/8 in. is
20% or less

120.0

Dry Density (pcf)

Procedure C
Soil Passing 3/4 in. (19.0 mm) Sieve
Mold : 6in. (152.4 mm) diameter
Layers: 5 (Five)
Blows per layer : 56 (fifty-six)
Use if +3/8 in. is >20% and +3% in.
is <30%

115.0

Particle-Size Distribution:
[ 0:69:31 |
GR:SA:FI
Atterberg Limits:

110.0

[LPLPI

130.0

1 ' T
L SP. GR. = 2.65
i~ SP.GR.=2.70

|
I R v

0.0

5.0

10.0
Moisture Content (%)

15.0

MX HS-3 Bag-1
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MODIFIED PROCTOR COMPACTION TEST

ASTM D 1557
Project Name: IRWD Site Tested By :  G. Berdy Date:  04/21/08
Project No.: 011797-002 Input By : LF Date:  05/14/08
Boring No.: T-5 Depth (ft.) 3-4
Sample No. : BB-1
Soil Identification:  Light brown sand with silt (SP-5M)
Preparation Method: X | Moist X | Mechanical Ram
Dry Manual Ram
Mold Volume (ft3) 0.03330 Ram Wejght = 10 /b.,; Drop = 18 in.
TEST NO. 1 2 3 4 5 6

Wt. Compacted Soil + Mold (g) 3752.0 3832.0 3874.0 3843.0

Weight of Mold (a) 1885.0 1885.0 1885.0 1885.0

Net Weight of Soil (9) 1867.0 1947.0 1989.0 1958.0

Wet Weight of Soil + Cont. (g) 430.50 450.20 420.20 408.70

Dry Weight of Soil + Cont. (g) | 402.50 41150 | 376.50 360.20

Weight of Container (g) 51.20 54.80 54.10 54.70

Moisture Content (%) 7.97 10.85 13.55 15.88

Wet Density (pcf) 123.6 128.9 131.7 129.6

Dry Density (pcf) 114.5 116.3 116.0 111.9

Maximum Dry Density (pcf) | 116.5 | Optimum Moisture Content (%)

130.0

(W T 1

PROCEDURE USED

Procedure A
Soil Passing No. 4 (4.75 mm) Sieve
Mold : 4 in. (101.6 mm) diameter
Layers: 5 (Five)

Blows per layer : 25 (twenty-fi
ows per layer (twenty-five) 1250

T ol e e T

! SP.GR. = 2.65 !
AT op GR.= 270 | i
1

May be used if +#4 is 20% or less

[1 Pprocedure B

Sail Passing 3/8 in. (9.5 mm) Sieve
Mold : 4 in. (101.6 mm) diameter
Layers: 5 (Five)

Blows per layer : 25 (twenty-five
per lay (twenty-five) i

Use if +#4 is >20% and +3/8 in. is
20% or less

Dry Density (pcf)

Procedure C
Soil Passing 3/4 in. (19.0 mm) Sieve
Mold : 6in. (152.4 mm) diameter

Layers: 5 (Five) —

Blows per layer : 56 (fifty-six)
Use if +3/8 in. is >20% and +3% in.
is <30%

Particle-Size Distribution:

GR:5A:FI

110.0

Atterberg Limits:

0.0 5.0

IL,PLPI

10.0
Moisture Content (%)

15.0

MX T-588-1

20.0



EXPANSION INDEX of SOILS

>
$ Leighton ASTM D 4829
Project Name: IRWD Site Tested By: G. Berdy Date: 04/22/08
Project No. : 011797-002 Checked By: LF ~ Date:  05/14/08
Boring No.: T-13 Depth (ft.) 1-2
Sample No. : BB-1
Soil Identification:  Dark brown sandy clay (CLS)
Dry Wt. of Soil + Cont. {g) 1000.00
Wt. of Container No. (9) 0.00
Dry Wt. of Soil (9) 1000.00
Weight Soil Retained on #4 Sieve 0.00
Percent Passing # 4 100.00
MOLDED SPECIMEN Before Test After Test
Specimen Diameter (in.) 4.01 4,01
Specimen Height (in.) 1.0000 1.0205
Wt. Comp. Soil + Mold (qg) 595.10 419.20
Wt. of Mold (g) 204.60 0.00
Specific Gravity (Assumed) 2.70 2.70
Container No. 0 0
Wet Wt. of Sail + Cont. (g) 787.80 623.80
Dry Wt. of Sail + Cont.  (g) 712,90 557.90
Wt. of Container (g) 0.00 204.60
Moisture Content (%) 10.51 18.65
Wet Density {pcf) 117.8 123.9
Dry Density {pcf) 106.6 104.4
Void Ratio 0.582 0.614
Total Porosity 0.368 0.381
Pore Volume {cc) 76.1 80.4
Degree of Saturation (%) [ S meas] 48.8 82.0

SPECIMEN INUNDATION in distilled water for the period of 24 h or expansion rate < 0.0002 in./h
Date Time Pressure (psi) E[apseFI Time Dial R.eadmgs

{min.) (in.)
04/22/08 15:00 1.0 0 0.1245
04/22/08 15:10 1.0 10 0.1245

Add Distilled Water to the Specimen

04/22/08 15:15 1.0 5 0.1400
04/23/08 7:12 1.0 962 0.1450
04/23/08 10:12 1.0 1142 0.1450

Expansion Index (EI meas) = ((Final Rdg - Initial Rdg) / Initial Thick.) x 1000 21
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SOIL RESISTIVITY TEST
DOT CA TEST 532 / 643

Project Name:  IRWD Site Tested By : V. Juliano Date: 04/18/08
Project No. : 011797-002 Data Input By: LF Date: 04/23/08
Boring No.: BA-1 Depth (ft.) : 3-6
Sample No. : BB-1
Soil Identification: Sandstone -
. Water Adju Sted | o ietance Soil Moisture Content (%) (MCi) 9.28
Specimen Moisture . o
No. | Added (mi)) ot Reading | Resistivity Wet Wt. of Soil + Cont. (g) 164.32
va) (MC) hpy | fEhiremy Dry Wt. of Sail + Cont. (g) 154.90
1 100 17.69 760 5127 Wt. of Container 53.38
2 200 26.09 695 4688 Container No.
3 300 34.50 810 5464 Initial Soil Wt. (g) (Wt) 1300.00
4 Box Constant 6.746
5 MC =({(1+Mci/100)x(Wa/Wt+1))-1)x100
Min. Resistivity | Moisture Content Sulfate Content Chloride Content Soil pH
(ohm-cm) (%) (ppm) (ppm) pH | Temp. ()
DOT CA Test 532 / 643 DOT CA Test 417 Part I DOT CA Test 422 DOT CA Test 532 / 643

5400 {——

5300

5200 -

5100 - o'

5000 - : \

4900 -

Soil Resistivity (ohm-cm)

4800 |

4700 -

4600 -

15.0

20.0 25.0

30.0

Moisture Content (%)

35.0




SOIL RESISTIVITY TEST

Leighton DOT CA TEST 532 / 643

€

Project Name:  IRWD Site Tested By : V. Juliano Date: 04/18/08
Project No. : 011797-002 Data Input By: LF Date: 04/23/08
Boring No.: BA-2 Depth (ft.) : 0-5
Sample No. : BB-1
Soil Identification: Sandstone
_ water | ADUSd | pogistance | soil Moisture Content (%) (MC)) | 11.38
Specimen Moisture ; g o
No. | Added (ml)| o Reading | Resistivity Wet Wt. of Sail + Cont. (q) 127.57
(W) (MC) (ohim) | Lohmean) Dry Wt. of Soil + Cont. (g) 118.19
1 100 19.95 330 2226 Wt. of Container  (g) 35.79
2 200 28.52 300 2024 Container No.
3 300 37.09 320 2159 Initial Soil Wt. (g) (Wt) 1300.00
4 Box Constant 6.746
5 MC =({(1+Mci/100)x(Wa/Wt+1))-1)x100
Min. Resistivity | Moisture Content Sulfate Content Chloride Content Soil pH
(ohm-cm) (%) (ppm) (ppm) pH Temp. (°C)
22.4

2150

2100

Soil Resistivity (ohm-cm)

\

2050

2000

15.0 35.0

250 300
Moisture Content (%)

20.0 40.0



~1 ) SOIL RESISTIVITY TEST
%’ Leighton DOT CA TEST 532 / 643
Project Name:  IRWD Site Tested By : V. Juliano Date: 04/18/08
Project No. : 011797-002 Data Input By: LF Date: 04/23/08
Boring No.: BA-3 Depth (ft.) : 5, 10
Sample No. : R-1 & R-2
Soil Identification: Sandstone
. Water | Adiusted o ocistance | soil Moisture Content (%) (MCi) 9.04
Specimen Moisture . o
No. | Added(ml)| " . . | Reading | Resistivity Wet Wt. of Soil + Cont. (g) 185.97
(Wa) (MC) tabm)} | Labm-m) Dry Wt. of Soil + Cont. (q) 176.73
1 100 17.43 590 3980 Wt. of Container (q) 74.57
2 200 25.82 430 2901 Container No.
3 300 34.21 460 3103 Initial Soil Wt. (g) (Wt) 1300.00
4 Box Constant 6.746
5 MC =({(1+Mci/100)x(Wa/Wt+1))-1)x100
Min. Resistivity | Moisture Content Sulfate Content Chloride Content Soil pH
(ohm-cm) (%) (ppm) (ppm) pH | Temp.(0)
DOT CA Test 532 / 643 el g:ﬁft a7 DOT CA Test 422 Dgf“;?t
R G [T S 1 Py RN R V10 KR | e W e 9 eI LY ;07 %A Ak | Rl v ATl 3 e S a o g Gl vy (S | N Ao A R i S T A N |
2860 27.5 54 55

4000

3800

3600

3400

3200 ;
3000 7 ‘ ‘ 7 : : V : /.
2800

15.0 20.0 25.0 30.0 35.0
Moisture Content (%)

Soil Resistivity (ohm-cm)




SOIL RESISTIVITY TEST

9>
ﬁ’ Leighton DOT CA TEST 532 / 643
Project Name:  IRWD Site Tested By : V. Juliano Date: 04/18/08
Project No. : 011797-002 Data Input By: LF Date: 04/23/08
Boring No.: T-13 Depth (ft.) : 1-2
Sample No. : BB-1
Soil Identification: (CL)s
. Water Adj.UStEd Resistance Soil Moisture Content (%) (MCi) 6.77
Specimen Moisture ; s ey
No. |Added(mi) - ot | Reading | Resistivity Wet Wt. of Soil + Cont. (g) 169.31
(Wa) (MC) (ohrm) | (ohm-cm) Dry Wt. of Soil + Cont. (g) 162.96
1 100 14.99 610 4115 Wt. of Container (g) 69.23
2 200 23.20 330 2226 Container No.
3 300 31.42 390 2631 Initial Soil Wt (g) (Wt) 1300.00
4 Box Constant 6.746
5 MC =(((1+Mci/100)x(Wa/Wt+1))-1)x100
Min. Resistivity | Moisture Content Sulfate Content Chloride Content Soil pH
(ohm-cm) (%) (ppm) (ppm) pH Temp. (°C)
DOT CA Test 532 / 643 DOT CA Test 417 D?T EAﬁzgst
ATy T AT T IR e IR T 2 s EEiiT i oy pr e G IR,
2160 24.6 44 8.18 22.4
4500 — }
[l e REE
PR |
4000 ; ; ‘
€
? |
E 3500
2
2
=
= ,
- 3000
it
©
‘©
: \ | .
2500 \//
2000 +— ; : : : ; " : ,
10.0 15.0 20.0 25.0 30.0 35.0

Moisture Content (%)
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QFJ: Leighton

R-VALUE TEST RESULTS

PROJECT NAME: IRWD Site PROJECT NUMBER: 011797-002
SAMPLE NUMBER: BB-1 SAMPLE LOCATION: BA-1 @ 3-6'
SAMPLE DESCRIPTION: Sandstone TESTED BY: SCF
SAMPLED BY: J.Roe DATE COMPLETED  4/10/2008
TEST SPECIMEN a b c
MOISTURE AT COMPACTION % 16.0 16.5 16.9
HEIGHT OF SAMPLE, Inches 2.51 2.58 2.56
DRY DENSITY, pcf 112.0 108.0 107.2
COMPACTOR PRESSURE, psi 200 150 100
EXUDATION PRESSURE, psi 576 270 189
EXPANSION, Inches x 10exp-4 0 0 0
STABILITY Ph 2,000 Ibs {160 psi} 28 33 37
TURNS DISPLACEMENT 453 5.25 5.38
R-VALUE UNCORRECTED 72 65 61
R-VALUE CORRECTED 72 65 61
DESIGN CALCULATION DATA a b c
GRAVEL EQUIVALENT FACTOR 1.0 1.0 1.0
TRAFFIC INDEX 5.0 5.0 5.0
STABILOMETER THICKNESS, ft. 0.45 0.56 0.62
EXPANSION PRESSURE THICKNESS, it. 0.00 0.00 0.00
EXPANSION PRESSURE CHART EXUDATION PRESSURE CHART
4.00 - 90 ;
- A |- RN RSN NE N L ded
- I 14 "!] b
: R TR %
; it LT
f 0 T =t -
= ! 1 i
5 E ! Y
@ ] : !
z : 60 ' : :
w ] i
% ¥ . i
2 : S 50 : -
1w 1 a : !
= > > .
: &
£ ol X aanzn
e T i :
w i
> g
3 ; 30
/ ; 20
000 050 100 150 200 250 300 350 4.00
COVER THICKNESS BY EXPANSION in feel 10
0
R-VALUE BY EXPANSION: nfa 800 700 600 500 400 300 200 100
R-VALUE BY EXUDATION: 66 EXUDATION PRESSURE (psi}

EQUILIBRIUM R-VALUE: 66
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% Leighton R-VALUE TEST RESULTS
PROJECT NAME: IRWD Site PROJECT NUMBER: 011797-002
SAMPLE NUMBER: BB-1 SAMPLE LOCATION: HS-4 @ 0-5'
SAMPLE DESCRIPTION: ML/SM TESTED BY: SCF
SAMPLED BY: J.Roe DATE COMPLETED  4/10/2008
TEST SPECIMEN a b c
MOISTURE AT COMPACTION % 13.8 14.2 14.7
HEIGHT OF SAMPLE, Inches 2.49 2.59 2.45
DRY DENSITY, pcf 115.7 114.8 116.8
COMPACTOR PRESSURE, psi 100 75 50
EXUDATION PRESSURE, psi 450 362 174
EXPANSION, Inches x 10exp-4 0 0 0
STABILITY Ph 2,000 Ibs (160 psi) 52 54 59
TURNS DISPLACEMENT 452 4.79 4.96
R-VALUE UNCORRECTED 53 51 46
R-VALUE CORRECTED 53 51 46
DESIGN CALCULATION DATA a b [
GRAVEL EQUIVALENT FACTOR 1.0 1.0 1.0
TRAFFIC INDEX 5.0 5.0 5.0
STABILOMETER THICKNESS, ft. 0.75 0.78 0.86
EXPANSION PRESSURE THICKNESS, ft. 0.00 0.00 0.00
EXPANSION PRESSURE CHART EXUDATION PRESSURE CHART
4.00 90 : — ,
¥ e BERN ik B
S 2 1 REERRRE R05 T
3 : B0 +——1 M S ! i8]
E . i | ‘EIL E RIS Bt B B
o ( [ LT A i
B 300 e S 70 4 — —
2 e ik 60 : ' L i
B Pibigigt j ; i i ; :
R sy e f | 53 '
@ g . £ 5 Te
z 150 — - — g N EEa
g : ¢ L
* A ¥
> i
8 os0 1 a0
000l e 20 i L
0.00 0.50 1.00 1.50 2.00 2.50 3.00 3.50 4.00 i
COVER THICKNESS BY EXPANSION in feet 10
. -
800 700 600 500 400 300 200 100 0]

R-VALUE BY EXPANSION: nfa

R-VALUE BY EXUDATION: 50

EQUILIBRIUM R-VALUE: 50

EXUDATION PRESSURE {(psi)
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BA-3
HS-7
T-9

Afc and 1a
Afc2
Afc3

Qal

APPROXIMATE LOCATION OF BUCKET AUGER BORING SHOWN W/TOTAL DEPTH
APPROXIMATE LOCATION OF HOLLOW STEM AUGER BORING SHOWN W/TOTAL DEPTH

APPROXIMATE LOCATION OF TEST PIT SHOWN W/TOTAL DEPTH

ELEVATION (FEET)

BROWN TO GREY—BROWN COARSE GRAINED SAND TO CLAYEY SILTY SAND WITH FINE

TO COARSE GRAVEL AND SMALL COBBLES COMPOSED OF SANDSTONE, (KGO 1990)

SILTY SAND AND SAND WITH TRACE OF CLAY(KGO 1987)
SAND AND SILTY SAND WITH VARYING AMOUNTS OF CLAY (KGO 1988)

QUATERNARY ALLUVIUM

CAPISTRANO FORMATION, OSO MEMBER, SANDSTONE

GEOLOGIC CONTACT, DASHED WHERE APPROXIMATED, QUERRIED WHERE UNCERTAIN

STRIKE AND DIP OF BEDDING WITHIN BUCKET AUGER BORING,
APPARENT DIP IN PARANTHESES

PLATE 2

GEOLOGIC CROSS SECTIONS A-A’ AND B-PB’

PROPOSED RESIDENTIAL DEVELOPMENT
LAKE FOREST, CLAIFORNIA

Proj: 011797-002

Scale:

H: 1"=100"
V: 1”=50"

Date: 5/08

Eng/Geol: TK/ELB

Drafted By: RB

CP By: BQT

1 n? el g ;
Leighton ' PADRAFTING\011797\002\0F_2008-05-01\PLATE 2.DWG (05-15-08 11:01:12AM) Plotted by: rbolen
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EXPLANATION
L APPROXIMATE LOCATION OF GEOTECHNICAL TEST PIT,
e L SHOWN WITH TOTAL DEPTH AND DEPTH TO BEDROCK
1.D.16.2° WHERE APPLICABLE.
@ APPROXIMATE LOCATION OF HOLLOW-STEM AUGER
,  BORING SHOWN WITH TOTAL DEPTH AND DEPTH TO
Afcla 0-20 BEDROCK WHERE APPLICABLE
1D
BR@20’
e APPROXIMATE LOCATION OF BUCKET AUGER
BORING SHOWN WITH TOTAL DEPTH AND DEPTH
BR@O’ TO BEDROCK WHERE APPLICABLE
T.D.50°
- P __ GEOLOGIC CONTACT, DASHED WHERE APPROXIMATE, QUERRIED
WHERE UNCERTAIN
2
e STRIKE AND DIP OF BEDDING
65
B STRIKE AND DIP OF FAULT
e HORIZONTAL BEDDING
Afu UNDOCUMENTED ARTIFICIAL FILL
Afc BROWN TO GREY-BROWN COARSE GRAINED SAND TO CLAYEY
1 and 1A giTY SAND, WITH FINE TO COARSE GRAVEL AND SMALL COBBLES
COMPOSED OF SANDSTONE, (KGO 1990)
Afc, SILTY SAND AND SAND WITH A TRACE OF CLAY (KGO 1987)
Afc s SAND AND SILTY SAND WITH VARYING AMOUNTS OF CLAY
(KGO 1988)
QUATERNARY COLLUVIUM, LOCALIZED, CLAYEY SOIL NEAR
Qcol SURFACE
Qal QUATERNARY ALLUVIUM
Tco CAPISTRANO FORMATION SANDSTONE, 0SO MEMBER
. SANDSTONE MARKER BEDS EXPOSED IN CUT SLOPE
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